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3M™商用濾水系統為您解決不同業務上所遇到的水質問題，					

配合不同的過濾效能，有助保護您的生產設備，同時能幫助您製

造出美味的食品、可口的飲料、潔淨清澈的冰塊，並且令餐具保

持光潔如新。

3M致力以卓越的濾水產品協助您賺取最大利潤！

逾80年高端濾水技術為您提供潔淨有保證的過濾水。 

榮獲多項國際認證，讓你用得安心，飲得放心。

每套3M™商用濾水系統和每支3M™商用替換濾芯，
都貼有一個“原裝行貨雷射標貼”，以保障顧客所購買
的濾水系統或替換濾芯是全新的。
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專業認證 

安全保障

FDA認證(美國)食品及藥物管理局 

(Food and Drug Administration)
FDA是國際醫療審核權威機構，專門從事食品與藥品管理，

通過FDA認證代表該材料能確保對人體安全而有效。

NSF認證美國國家衛生基金會 

(NSF International)
NSF是一個獨立的非牟利組織 — NSF International，

70多年來，NSF一直致力於讓人們生活得更健康、更安全。

目前，NSF在公共健康和安全的標準發展、產品認證以及

教育風險處理規則等方面均處於世界領先地位。

3M™商用濾水系統均採用美國FDA(食物及藥物管理局)CFR-21之認可物料制造並榮

獲美國國家衛生會認證**，符合美國NSF/ANSI標準42及標準53過濾效果的產品，

能有效地濾除水中異味、餘氯、粒子、水生性細菌1、隱孢子蟲等，而能保留有益的

礦物質，所過濾出來的水特別潔淨衛生。

沉積物

抑制水垢 餘氯及異味 水生性細菌1

鐵鏽及沙石 隱孢子蟲

*每款型號之過濾效能均有所不同，請參照本小冊子內各款型號之產品詳情
**可瀏覽www.nsf.org查詢及了解與NSF所認證之產品型號

1水生性細菌之99.99%過濾性能是以總大腸桿菌群(ATCC 11229)及熒光假單胞菌(ATCC 49642)為指示菌(經製造廠方測試認可)
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3M IMPACT
革命性過濾技術

細菌 可減低之比率

E.Coli >99.9989

P.fluorescens >99.9999

精密尼龍濾膜減少大腸桿菌達99.99%

漸進式濾網設計，由粗至幼緊緊鎖住水

中雜質

IMPACT為3M™商用濾水系統採用的突破性技術以提升濾芯的

壽命及減低操作成本。採用IMPACT過濾技術之過濾媒體有效

去除達99.99%之水生性細菌。IMPACT包括了Integrated (綜

合)、Membrane (獨特濾網)、Pre-Activated Carbon (預先激

活活性碳)及Technology (技術)。

 綜合

 活性碳棒專利技術

 獨特濾網

高
效
布
水
流
道

活
性
炭
棒
專
利
技
術

醫
療
級
打
褶
膜

高
強
度
聚
丙
烯
外
殼

• 一支濾芯已超過傳統三四支濾芯之功效�
• 高強度聚丙烯(Polypropylene)外殼設計能抵抗水壓

• SQC快速濾芯更換設計�

• 預先激活活性碳磚專利設計不需預先過水�
• 活性碳磚由微細的活性碳粒結合而成
• 高除氯效能及有效抵擋水槌�

• 雙層醫藥級精密尼龍濾膜�
• 有效濾除細菌及隱孢子蟲
• 褶疊式設計，提高過濾總面積達4倍

• 漸進式濾網設計，以密度外粗內細的濾網逐步過濾水中污物�
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3M
™

 商
用

濾
水

系
統

 - 
餐

飲
業

務 汽水/冰茶機
濾水系統

沉澱物、沙粒雜質會引起水泵密封圈的閥門磨損        氯氣會令飲料口感變差        高污濁度的水會令飲料產生異味

系統型號 接頭 系統濾頭型號 替換濾芯型號 流量
加侖/分鐘	(升/分鐘)

處理水量
加侖	(升)

過濾精密度
(微米)

過濾範圍

BEV120

3/8” FNPT
VH3-NPT
內置止流閥

HF20 1.5 (5.7)
9,000  

(34,069)
0.5

沉積物、餘氯、�
異味及隱孢子蟲2

BEV130 HF30 1.7 (6.3)
14,000 

(52,996)
0.5

BEV140 HF40 2.5 (9.5)
25,000 
(94,635)

0.2
水生性細菌1、�
沉積物、餘氯、�
異味及隱孢子蟲2

汽水的成份有超過80%是水

汽水機是便利店和餐廳快速服務中最大生意之來源 

3M™ 商用過濾系統減少顆粒雜質，去除氯的氣味， 

製造絕佳口感的飲料，提高收益，延長設備使用壽命

CI CI CI
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* 此參考數據，根據每半年更換濾芯而定
** 實際產品顏色及尺寸可能與產品圖片略有不同。規格如有變更，殊不另行通知
1 水生性細菌之99.99%過濾性能是以總大腸桿菌群(ATCC 11229)及熒光假單胞菌(ATCC 49642)為指示菌(經製造廠方測試認可)
2 隱孢子蟲之過濾性能榮獲NSF/ANSI 53標準認證(以小隱孢子蟲卵囊為指示標)

系統型號 接頭 系統濾頭型號 替換濾芯型號 流量
加侖/分鐘	(升/分鐘)

處理水量
加侖	(升)

過濾精密度
(微米)

過濾範圍

BEV160

1/2” FNPT
NH3-NPT
高流量

(非內置止流閥)

HF60 3.3 (12.6)
35,000 

(132,489)
0.2 水生性細菌1、�

沉積物、餘氯、�
異味及隱孢子蟲2

BEV190 HF90 5 (18.9)
54,000 

(204,412)
0.2

3M
™

 商
用

濾
水

系
統

 -  
餐

飲
業

務

BEV160 BEV190BEV130 BEV140BEV120

39
.5

 c
m

10.2 cm 10.2 cm 11.4 cm 11.4 cm 11.4 cm

54
 c

m

38
.1 

cm

44
.8

 c
m

60
 c

m
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3M
™

 商
用

濾
水

系
統

 -  
餐

飲
業

務 製冰機
濾水系統

沙泥、鐵銹雜質阻塞管道和電磁閥        餘氯會引起難聞的氯味和冰柜的腐蝕

系統型號 接頭
系統濾頭 

型號
替換濾芯 

型號
流量

加侖/分鐘(升/分鐘)

處理水量
加侖	(升)

製冰量 
(磅/每天計算)	*

過濾精密度
(微米)

過濾範圍

BEV120

3/8” FNPT
VH3-NPT
內置止流閥

HF20 1.5 (5.7)
9,000  

(34,069)
50 - 100磅 0.5

沉積物、餘氯、�
異味及隱孢子蟲2

BEV130 HF30 1.7 (6.3)
14,000 

(52,996)
200 - 300磅 0.5

BEV140 HF40 2.5 (9.5)
25,000 
(94,635)

400 - 600磅 0.2
水生性細菌1、�
沉積物、餘氯、�
異味及隱孢子蟲2

冰由100%水組成

約70%的製冰機損壞由水質問題引起

3M商用產品系列具有去除餘氯及雜質功能，  

減少檢修及停產時間，提高綜合效益

CI CI
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3M
™

 商
用

濾
水

系
統

 -  
餐

飲
業

務 系統型號 接頭
系統濾頭 

型號
替換濾芯 

型號
流量

加侖/分鐘(升/分鐘)

處理水量
加侖	(升)

製冰量 
(磅/每天計算)	*

過濾精密度
(微米)

過濾範圍

BEV160

1/2” FNPT

NH3-NPT
高流量�

(非內置止流閥)

HF60 3.3 (12.6)
35,000 

(132,489)
800 - 1000磅 0.2 水生性細菌1�、�

沉積物、餘氯、�
異味及隱孢子蟲2

BEV190 HF90 5 (18.9)
54,000 

(204,412)
1200 - 1600磅 0.2

* 此參考數據，根據每半年更換濾芯而定。每日製冰量則視乎製冰機的實際容量而有所偏差
** 實際產品顏色及尺寸可能與產品圖片略有不同。規格如有變更，殊不另行通知
1 水生性細菌之99.99%過濾性能是以總大腸桿菌群(ATCC 11229)及熒光假單胞菌(ATCC 49642)為指示菌(經製造廠方測試認可)
2 隱孢子蟲之過濾性能榮獲NSF/ANSI 53標準認證(以小隱孢子蟲卵囊為指示標)

BEV160 BEV190BEV130 BEV140BEV120

39
.5

 c
m

10.2 cm 10.2 cm 11.4 cm 11.4 cm 11.4 cm

54
 c

m

38
.1 

cm

44
.8

 c
m

60
 c

m
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3M
™

 商
用

濾
水

系
統

 -  
餐

飲
業

務

系統型號 接頭
系統 

濾頭型號
替換濾芯

型號
流量

加侖/分鐘(升/分鐘)

處理水量
加侖	(升)

過濾精密度
(微米)

過濾範圍

BEV125

3/8” 
FNPT

VH3-NPT 
內置止流閥

HF25 1.5 (5.7)
10,000 
(37,854)

1

��沉積物1、
餘氯及異味

BEV135 HF35 1.7 (6.3)
12,600 

(47,696)
1

BEV145 HF45 2.1 (7.9)
25,000 
(94,635)

3

BEV165
1/2” 

FNPT

NH3-NPT
高流量；��
非內置止

流閥

HF65 3.3 (12.6)
35,000 

(132,489)
3

BEV195 HF95 5 (18.9)
54,000 

(204,412)
3

*	此參考數據，根據每半年更換濾芯而定
**	實際產品顏色及尺寸可能與產品圖片略有不同。規格如有變更，殊不另行通知
1 沉積物之過濾性能經製造廠方測試認可

熱煮設備
濾水系統

過多的餘氯會影響食材之顏色及味道

BEV165 BEV195

BEV135 BEV145BEV125

43
.2

 c
m

10.2 cm 10.2 cm 11.4 cm

11.4 cm 11.4 cm

54
 c

m

38
.1 

cm

44
.8

 c
m

60
 c

m
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SF18-S 抗水垢系列

SF18-S有效抑制在高溫設備中所產生之水垢，如內外金屬表面、感應器、噴咀及發熱線

等。SF18-S可自動因應水流量而釋放適當份量之抗水垢劑。無色、無味、無臭的抗水垢離

子會包圍水中不同礦物質之離子，防止水垢因熱力而結合。SQC簡易濾芯更換設計，自行

更換濾芯非難事。

3M
™

 商
用

濾
水

系
統

 -  
餐

飲
業

務 洗碗碟機
濾水系統

積聚於噴咀之水垢會減低機器的生產力        碗碟上之水漬，影響食客的信心

系統型號 接頭
替換濾芯 

型號
流量

加侖/分鐘(升/分鐘)

處理水量
加侖	(升)

過濾範圍

SF18-S 3/8” FNPT HF8-S 6 (22.7)
70,000 

(265,000)
抑制水垢3

蒸汽由100%水組成

因為潔淨的餐具與潔淨的食物同樣重要， 

3M濾水系統令碗碟格外潔淨衛生

3M商用抗水垢系列可減少機器檢修及 

停產時間，提高綜合效益

SF18-S

7 cm

26
 c

m

CI CI

3 抑制水垢之功能經製造廠方測試認可

為延長SF18-S	抗水垢濾芯之壽命，建議在安裝SF18-S前，	
先安裝前置過濾系統，產品詳情請參照	P.18										
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*	此參考數據，根據每半年更換濾芯而定
**	實際產品顏色及尺寸可能與產品圖片略有不同。規格如有變更，殊不另行通知
1 抑制水垢之功能經製造廠方測試認可

3M
™

 商
用

濾
水

系
統

 -  
餐

飲
業

務 蒸烤爐
濾水系統

蒸汽由100%水組成

水垢容易腐蝕零件，降低蒸烤爐之使用壽命

系統型號 接頭
替換濾芯

型號
流量

加侖/分鐘(升/分鐘)

處理水量
加侖	(升)

過濾範圍

AP1610 3/4” BSP AP110 6 (22) - 鐵鏽、砂石及沉積物

SF18-S 3/4” FNPT HF8-S 6 (22)
70,000 

(265,000)
抑制水垢1

AP1610 SF18-2

31
 c

m

10.6 cm 7 cm

26
 c

m
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3M
™

 商
用

濾
水

系
統

 -  
餐

飲
業

務 咖啡機
濾水系統

水垢造成咖啡機損害故障

餘氯影響咖啡之味道和口感

濾芯型號
系統濾頭 

型號
流量

加侖/分鐘(升/分鐘)

處理水量
加侖	(升)

過濾精密度
(微米)

過濾範圍

HF10-MS
VH3-NPT
內置止流閥

1 (3.8)
3,500 

(13,249)
0.5

沉積物、餘氯及異味�、�
隱孢子蟲2和抑制水垢3

HF20-MS 1.5 (5.7)
9,000 

(34,069)
0.5

HF10-MS

26
.4

 c
m

8.5 cm

*	 此參考數據，根據每半年更換濾芯而定
**	 實際產品顏色及尺寸可能與產品圖片略有不同。規格如有變更，殊不另行通知
***	需配合VH3-NPT濾頭使用
2 隱孢子蟲之過濾性能榮獲NSF/ANSI 53標準認證(以小隱孢子蟲卵囊為指示標)
3 抑制水垢之功能經製造廠方測試認可

HF20-MS

39
 c

m

8.5 cm
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濾芯型號
系統濾頭 

型號
流量

加侖/分鐘(升/分鐘)

處理水量
加侖	(升)

過濾精密度
(微米)

過濾範圍

HF10-MS

VH3-NPT
內置止流閥

1 (3.8)
3,500 

(13,249)
0.5

沉積物、餘氯及�
異味�、隱孢子蟲2 

和抑制水垢3

HF20-MS 1.5 (5.7)
9,000 

(34,069)
0.5

HF30-MS 1.7 (6.3)
14,000 

(52,995)
0.5

HF40-S 2.5 (9.5)
25,000 
(94,635)

0.2
水生性細菌1、�
沉積物、餘氯、�
異味及隱孢子蟲2 

和抑制水垢3

HF60-S NH3-NPT
高流量�

(非內置止流閥)

3.3 (12.6)
35,000 

(132,489)
0.2

HF90-S 5 (18.9)
54,000 

(204,412)
0.2

3M
™

 商
用

濾
水

系
統

 -  
餐

飲
業

務

HF10-MS HF20-MS HF30-MS

26
.4

 c
m

39
 c

m

45
.6

 c
m

8.5 cm 8.5 cm 8.5 cm

HF40-S HF60-S HF90-S

29
.7

 c
m

37
.3

 c
m

52
.5

 c
m

11.3 cm 11.3 cm 11.3 cm

 抗水垢系列
HF-MS & S		飲用級 過濾系列 
*需配合VH3-NPT或NH3-NPT濾頭使用

*	此參考數據，根據每半年更換濾芯而定
**	實際產品顏色及尺寸可能與產品圖片略有不同。規格如有變更，殊不另行通知
1 水生性細菌之99.99%過濾性能是以總大腸桿菌群(ATCC 11229)及熒光假單胞菌(ATCC 49642)為指示菌(經製造廠方測試認可)
2 隱孢子蟲之過濾性能榮獲NSF/ANSI 53標準認證(以小隱孢子蟲卵囊為指示標)
3 抑制水垢之功能經製造廠方測試認可
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3M
™

 商
用

濾
水

系
統

 -  
餐

飲
業

務
HF-MS & S  潔淨級 過濾系列
*需配合VH3-NPT或NH3-NPT濾頭使用

*需配合熱煮設備

濾芯型號
系統濾頭 

型號
流量

加侖/分鐘(升/分鐘)

處理水量
加侖	(升)

過濾精密度
(微米)

過濾範圍

HF15-MS

VH3-NPT
內置止流閥

1 (3.8)
3,500 

(13,249)
5

沉積物、餘氯及�
異味和抑制水垢3

HF25-MS 1.5 (5.7)
10,000 
(37,854)

1

HF35-MS 1.7 (6.3)
12,600 

(47,696)
1

HF45-S 2.1 (7.9)
25,000 
(94,635)

3

HF65-S NH3-NPT
高流量�

�(非內置止流閥)

3.3 (12.6)
35,000 

(132,489)
3

HF95-S 5 (18.9)
54,000 

(204,412)
3

HF15-MS HF25-MS HF35-MS

26
.4

 c
m

34
.6

 c
m

45
.6

 c
m

8.5 cm 8.5 cm 8.5 cm

HF45-MS HF65-MS HF95-MS
29

.7
 c

m

37
.3

 c
m

52
.5

 c
m

11.3 cm 11.3 cm 11.3 cm

*	此參考數據，根據每半年更換濾芯而定
**	實際產品顏色及尺寸可能與產品圖片略有不同。規格如有變更，殊不另行通知
3 抑制水垢之功能經製造廠方測試認可
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過濾水水源出口（路線1）�
供汽水/茶冰機使用

• 有效過濾水生性細菌1、沉積物、�
餘氯、異味及隱孢子蟲2

過濾水 
路線1

DP290

自來水入口

過濾水出口

3M一體式中央濾水系統DP系列，容易安裝，具有可擴展功能，降低過濾成本及空間。

雙出水口及雙流量設計，可根據不同的設備要求來設計不同流量和處理量的濾水系統。

一體式中央濾水系統
3M

™
 商

用
濾

水
系

統
 -  

餐
飲

業
務

• 有效過濾水生性細菌1、沉
積物、餘氯、異味及隱孢
子蟲2。此水源更附有抑制
水垢功能3，有效減低水垢
形成。

• 有效過濾水生性細菌1、沉
積物、餘氯、異味及隱孢
子蟲2。此水源更附有抑制
水垢功能3，有效減低水垢
對咖啡機的傷害。

過濾水水源出口（路線2） 

供咖啡機使用

過濾水水源出口（路線3） 

供製冰機使用

*為延長濾芯之壽命，建議在安裝一體式中央濾水系統前，	

	先安裝前置式濾水系統，產品詳情請參照 P.18

自來水

過濾水 
路線2

過濾水 
路線3
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79.3cm

3M
™

 商
用

濾
水

系
統

 -  
餐

飲
業

務 升級

系統尺寸：

DP190

61.8cm

43.8cm

64cm
DP290

DP390

系統型號 接頭 替換濾芯型號 流量
加侖/分鐘(升/分鐘)

處理水量
加侖	(升)

過濾精密度
(微米)

過濾範圍

DP190

3/4” FNPT

Cartpak DP190 5 (18.9)
54,000 

(204,412)

0.2
水生性細菌1、沉積物、�

餘氯及異味、�
隱孢子蟲2及抑制水垢3

DP290 Cartpak DP290 10 (37.9)
108,000 

(408,823)

DP390 Cartpak DP390 15 (56.8)
162,000 
(613,235)

可由雙濾芯組合(DP290)升級組裝為三濾芯

組合(DP390)，以配合將來業務的發展。

DP390

具靈活性可擴展過濾組件

*	此參考數據，根據每半年更換濾芯而定
**	實際產品顏色及尺寸可能與產品圖片略有不同。規格如有變更，殊不另行通知
1 水生性細菌之99.99%過濾性能是以總大腸桿菌群(ATCC 11229)及熒光假單胞菌(ATCC 49642)為指示菌(經製造廠方測試認可)
2 隱孢子蟲之過濾性能榮獲NSF/ANSI 53標準認證(以小隱孢子蟲卵囊為指示標)
3 抑制水垢之功能經製造廠方測試認可
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為延長後置精密濾芯之壽命，建議先安裝3M™投置式前置濾水系統(AP1610/CFS11T/CFS12T)，並

使用纖維槽紋型濾芯。3M™ Aqua - Pure AP110 濾芯可以先過濾水中鐵鏽、砂石及沉積物。亦可使

用帶活性炭的3M™Aqua - Pure AP117濾芯，添加濾除餘氯及異味功能。

3M
™

 商
用

濾
水

系
統

 -  
餐

飲
業

務 前置式濾水系統

系統型號 接頭 替換濾芯型號 
最高承受

水壓
最高承受水溫 濾筒物料

AP1610 3/4” BSP AP110 / AP117
8.6 Bar  
(125 psi)

不鏽鋼濾筒 :  
99˚C (210˚F)

不鏽鋼濾筒
內置AP110濾芯

CFS11T 3/4” NPT AP110 / AP117
5.5 Bar  
(80 psi)

透明濾筒 :  
37.8˚C (100˚F)

透明濾筒

CFS12T 3/4” NPT
AP110 (2支) /  
AP117 (2支) / 

CFS8504-B (1 支)

5.5 Bar  
(80 psi)

透明濾筒 :  
37.8˚C (100˚F)

透明濾筒 AP1610 CFS11T CFS12T

31
 c

m

34
.3

 c
m

59
.4

 c
m

10.6 cm 11.6 cm 11.6 cm

AP110 AP117 CFS8504-B

24
.8

 c
m

24
.8

 c
m

49
.5

 c
m

6.4 cm 7.6 cm 11.6 cm

濾芯型號 流量
加侖/分鐘(升/分鐘)

過濾精密度
(微米)

最高承受
水溫

過濾範圍

AP110 8 (30.3) 5
76.7˚C  
(170˚F)

鐵鏽、砂石及沉積物

AP117 3 (11.4) 5
37.8˚C  
(100˚F)

鐵鏽、砂石、沉積物、氯氣及異味

CFS8504-B 12 (45.4) 10
37.8˚C  
(100˚F)

鐵鏽、砂石及沉積物

投置式替換濾芯 

*	此參考數據，根據每半年更換濾芯而定
**	實際產品顏色及尺寸可能與產品圖片略有不同。規格如有變更，殊不另行通知
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3M™ 商用濾水系統之濾頭選擇

1. 只適用於商用冷水處理

2. 如水源懷疑受污染或末經任何消毒處理，請勿使用本產品

3. 系統最高承受水溫及水壓為38°C及125psi

4. 濾水系統進水壓力不能超過125psi，如果安裝地點水壓超過80psi，必須在濾水系統前加裝減壓制，並每6個月對減壓制進行檢查和維護

� (如果您不知道如何選擇、安装或者維護減壓制，請聯繫持牌合資格技術人員)

5. 安裝濾水系統時，請在系統底部預留7.6cm (3")以更換濾芯

6. 首次使用必須連續開水沖洗濾芯5-10分鐘

7. 如長時間不使用本產品，請關閉進水閥門，防止發生意外；如超過一星期不使用濾水系統，請開水連續沖洗濾芯5-10分鐘

8. 為使濾芯達最理想之過濾效能，建議至少每半年更換濾芯一次，濾芯壽命會因應水量及水質而異，濾芯最長不能超過12個月

9. 濾水系統管路安裝應符合相關管道施工標準要求，並由持牌合資格技術人員安装濾水系統

10. 本公司並不承擔因保養失當而造成之產品故障

3M
™

 商
用

濾
水

系
統

 -  
餐

飲
業

務

水壓表反映 
濾芯使用情況

3M™ 商用濾水系統之 使用須知

VH3-NPT 內置止流閥

內置止流閥，更換濾芯無須關掉水源

(用於BEV120,130及140)

NH3-NPT 高流量；非內置止流閥

高流量達每分鐘18.9公升

(用於BEV160及190)
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水吧  BEV140

•適合水吧高流量之需求

•過濾精密度高達0.2微米，

有效過濾99.99%水生性 

細菌1及隱孢子蟲2，乾淨又

衛生

•有效減低水中餘氯對 

影響飲品的口感

* 產品詳情，請參照	P.6

咖啡機  BREW125-MS
•具有抑制水垢功能， 

減低對水垢對咖啡機之損害

•有效減低水中餘氯影響對 

咖啡的口感

* 產品詳情，請參照	P.15

清洗食材  BEV160

•適合清洗即食海鮮、沙律菜、 

生果等食材

•過濾精密度高達0.2微米， 

有效過濾99.99%水生性 

細菌1及隱孢子蟲2，乾淨又衛生

•有效減低水中餘氯影響 

對食材的口感

* 產品詳情，請參照	P.7

製冰機  BEV120
•過濾水中沉積物和雜質， 

能減低對製冰機之損害

•減低餘氯對冰粒味道之影響

•有效過濾水中的隱孢子蟲2，

乾淨衛生

* 產品詳情，請參照	P.6

餐
飲

業
使

用
方

案
建

議

西餐廳

餐飲業使用方案建議

**	實際產品顏色及尺寸可能與產品圖片略有不同。規格如有變更，殊不另行通知
1 水生性細菌之99.99%過濾性能是以總大腸桿菌群(ATCC 11229)及熒光假單胞菌(ATCC 49642)為指示菌(經製造廠方測試認可)
2 隱孢子蟲之過濾性能榮獲NSF/ANSI 53標準認證(以小隱孢子蟲卵囊為指示標)
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水吧  BEV140

•適合水吧高流量之需求

•過濾精密度高達0.2微米， 

有效過濾99.99%水生性 

細菌1及隱孢子蟲2，乾淨又衛生

•有效減低水中餘氯對影響飲品

的口感
* 產品詳情，請參照	P.6

蒸烤爐  AP1610 + SF18-S

•過濾水中鐵鏽、砂石及沉積物，減少檢修及停產時間

•抑制水垢功能，減低對水垢蒸烤爐之損害
* 產品詳情，請參照	P.12

清洗食材  BEV160

•高處理水量，配合餐廳高流量使用

•適合清洗即食海鮮、冷盤、生果等食材

•過濾精密度高達0.2微米，有效過濾

99.99%水生性細菌1及隱孢子蟲2，乾淨

又衛生

•有效減低水中餘氯影響對食材的口感
* 產品詳情，請參照	P.7

餐
飲

業
使

用
方

案
建

議

中菜餐廳

餐飲業使用方案建議

**	實際產品顏色及尺寸可能與產品圖片略有不同。規格如有變更，殊不另行通知
1 水生性細菌之99.99%過濾性能是以總大腸桿菌群(ATCC 11229)及熒光假單胞菌(ATCC 49642)為指示菌(經製造廠方測試認可)
2 隱孢子蟲之過濾性能榮獲NSF/ANSI 53標準認證(以小隱孢子蟲卵囊為指示標)
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日式餐廳

水吧  BEV140

•適合水吧高流量之需求

•過濾精密度高達0.2微米，有效

過濾99.99%水生性細菌1及隱孢

子蟲2，乾淨又衛生

•有效減低水中餘氯對影響飲品

的口感
* 產品詳情，請參照	P.6

烹調拉麵  BEV195

•高處理水量，配合餐廳高流量使用

•有效減低水中餘氯影響對的口感
* 產品詳情，請參照	P.10

清洗食材  BEV160

•適合清洗即食海鮮、刺身、冷盤、 

生果等食材

•過濾精密度高達0.2微米，有效過濾

99.99%水生性細菌1及隱孢子蟲2， 

乾淨又衛生

•有效減低水中餘氯影響對食材的口感
* 產品詳情，請參照	P.7

餐
飲

業
使

用
方

案
建

議
餐飲業使用方案建議

**	實際產品顏色及尺寸可能與產品圖片略有不同。規格如有變更，殊不另行通知
1 水生性細菌之99.99%過濾性能是以總大腸桿菌群(ATCC 11229)及熒光假單胞菌(ATCC 49642)為指示菌(經製造廠方測試認可)
2 隱孢子蟲之過濾性能榮獲NSF/ANSI 53標準認證(以小隱孢子蟲卵囊為指示標)
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台式茶飲店

  DP190

•適合水吧高流量之需求

•有效減低水中餘氯對影響飲品的口感

•過濾精密度高達0.2微米，有效過濾 

99.99%水生性細菌1及隱孢子蟲2， 

乾淨又衛生

* 產品詳情，請參照	P.17 

餐
飲

業
使

用
方

案
建

議

餐飲業使用方案建議

**	實際產品顏色及尺寸可能與產品圖片略有不同。規格如有變更，殊不另行通知
1 水生性細菌之99.99%過濾性能是以總大腸桿菌群(ATCC 11229)及熒光假單胞菌(ATCC 49642)為指示菌(經製造廠方測試認可)
2 隱孢子蟲之過濾性能榮獲NSF/ANSI 53標準認證(以小隱孢子蟲卵囊為指示標)
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商用濾水系統
Commercial

Water Filtration System

Valid until:     

2023

Re
f#

凡經3M™商用濾水系統之特約經銷商購買3M™商用濾水系統。安裝後，可向該

經銷商申請參加3M優質用水計劃(需配合條款及細則)。成功參加3M優質用水

計劃之商舖，可獲得3M優質商用用水標籤(有效期為12個月)，並可使用該標籤

於店鋪及宣傳品上，令顧客更易識別優質用水商舖。

而3M會定期推廣該優質用水計劃，為商舖建立正面的形象，加強消費者在店舖

消費的信心。詳情請聯絡您的3M™商用濾水系統之特約經銷商。

3M優質商用用水計劃

3M
™

 商
用

濾
水

系
統

 -  
優

質
商

用
用

水
計

劃
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3M™  Commercial Water Filtration System solves the water quality 
problems you encounter in different businesses

With our 3M Commercial Food Service Water Filtration Systems,  
you can protect your capital equipment while serving  
great-tasting food and beverage, clear ice and spot-free dishware. 

3M is committed to helping you maximize your profits through  
superior water filtration products!

For ensuring our customer can purchase 
a  brand-new product, an  "Authentication 
Label"  with unique serial number will be 
affixed on 3M™ Commercial Filtration 
System and Replacement Cartridge.

Over 80 years of high-end water filtration technology

Providing high-quality water with international recognition!
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Third Party 
Certification

Food & Drug Administration (FDA)
FDA is  an agency within the U.S. Department of Health and 
Human Services who is responsible for protecting the public 
health by regulating food and drug. FDA certification means that 
the certified material is safe and effective. 

NSF International  (NSF)
NSF International is an independent, Not-for-profit organization 
that helps protect consumers by certifying products and writing 
standard for food, water and consumer goods for over 70 years.  
Their ongoing commitment is to encourage everyone to live 
safer.  The standard of NSF is not only being adopted in American 
National Institute (ANSI) but also being recognized worldwide

3M™ Commercial Water Filtration Products are manufactured by using FDA CFR-
21 and/or NSF compliant materials and certified by NSF/ANSI Standard 42 and 53.  
Effectively reduce chlorine taste and odor, particulate, water-borne bacteria1 and 
cyst, etc. and retain the mineral in the water, so the filtered water is particularly sweet 
and delicious.

Sediments

Inhibit scale Chlorine
& Odor

Water-borne
 bacteria

Rust and Sand Cysts

*The filtration performance of each model is different, please refer to the product specification in this brochure
**Visit www.nsf.org for the claims associated with products that are NSF listed

1 Reduction of Water-borne bacteria as demonstrated with 99.99% reduction of surrogate organism E. coli (ATCC 11229) and P. fluorescens (ATCC 49642) in manufacturer’s lab test
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Water Flow 
Management  
System

Pre-Activated 
Carbon

Pharmaceutical 
Grade  
Membrane

High Strength 
Polypropylene 
Housing 

3M IMPACT
Filtration Technology

Over 99.99% of E.coli bacteria are reduced by 
the nylon pharmaceutical-grade membrane

Two-zone membrane providing superior 
cartridge sediment-holding capacity

The “IMPACT” stands for Integrated Membrane Pre-Activated Carbon 
Technology which combines a patented pharmaceutical grade 
microporous membrane and a pre-activated carbon block in a single 
cartridge to dramatically reduce pressure drop and practically eliminate 
the need for pre-filtration.  Effectively reduce over 99.99% of all water-
borne bacteria. 

 INTEGRATED
• One cartridge accomplishes the job of a traditional 3 to 4 cartridges system

• Polypropylene housing can against water pressure

• SQC fast and easy cartridge change-outs design

 Pre-Activated Carbon
• No activation steps are required

• Polycarbon block are composed of fine activated carbon

• High chlorine taste & odor reduction and resist the water hammer effectively

 MEMBRANE
• Patented pharmaceutical-grade microporous membrane

• Reduce Cryptosporidium and Giardia cysts

• Enhance pleated membrane has increased four times of the surface area

• Progressive particle separation to enhance cartridge sediment-holding capacity

Water-borne 
bacteria

Reduction	
Percentage

E.Coli >99.9989
P.fluorescens >99.9999
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COLD BEVERAGE

Model No Connection Filter Head 
Model

Replacement 
Cartridge

Flow Rate 
GPM (LPM)

Capacity 
Gals (Liters)

Micron Rating 
(micron)

Reduction Claims

BEV120

3/8” FNPT
VH3-NPT 

Valve-in-Head

HF20 1.5 (5.7)
9,000  

(34,069)
0.5 Sediment,  

chlorine taste  
and odor, cyst2

BEV130 HF30 1.7 (6.3)
14,000 

(52,996)
0.5

BEV140 HF40 2.5 (9.5)
25,000 
(94,635)

0.2

Bacteria1,  
sediment,  

chlorine taste  
and odor, cyst2

Soft drink is composed of over 80% of water

From convenience store and restaurant to quick-service  
operation, the beverage machine is often the most profitable  
part of the business

3M™ Commercial Water Filtration System can reduce  
sediment & chlorine to enhance the taste of beverage,  
improve business profitability and extend the lift time of  
beverage facility 

Excess chlorine residual can cause 
unpleasant-tasting beverageCI CI

High turbidity can cause  
unappealing beveragesCI

Excess sediment can cause abrasion and 
short life on pumps, seals, o-rings & valves
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* Data	for	reference	and	based	on	half-year	cartridge	replacement
** Actual product color and size may be slightly different from the product image.  Specification are subject to change with notice
1 Reduction of Water-borne bacteria as demonstrated with 99.99% reduction of surrogate organism E. coli (ATCC 11229) and P. fluorescens (ATCC 49642) in manufacturer’s lab test.
2 Certified to NSF Standard 53 for Cyst Reduction. Based on testing using Cryptosporidium parvum oocysts

Model No Connection Filter Head 
Model

Replacement 
Cartridge

Flow Rate 
GPM (LPM)

Capacity 
Gals (Liters)

Micron Rating 
(micron)

Reduction Claims

BEV160

1/2” FNPT

NH3-NPT
Inlet Shut-off 
Valve Head

HF60 3.3 (12.6)
35,000 

(132,489)
0.2 Bacteria1,  

sediment,  
chlorine taste  

and odor, cyst2BEV190 HF90 5 (18.9)
54,000 

(204,412)
0.2

3M
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BEV160 BEV190BEV130 BEV140BEV120

39
.5

 c
m

10.2 cm 10.2 cm 11.4 cm 11.4 cm 11.4 cm

54
 c

m

38
.1 

cm

44
.8

 c
m

60
 c

m
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Model No Connection Filter Head 
Model

Replacement  
Cartridge

Flow Rate 
GPM (LPM)

Capacity 
Gals (Liters)

Ice machine 
size lbs. - day 

(lbs/day)

Micron 
Rating 
(micron)

Reduction Claims

BEV120

3/8” FNPT
VH3-NPT

Valve-in-Head

HF20 1.5 (5.7)
9,000  

(34,069)
50 - 100 lbs 0.5 Sediment,  

chlorine taste  
and odor, cyst2

BEV130 HF30 1.7 (6.3)
14,000 

(52,996)
200 - 300 lbs 0.5

BEV140 HF40 2.5 (9.5)
25,000 
(94,635)

400 - 600 lbs 0.2
Bacteria1, sediment,  

chlorine taste  
and odor, cyst2

Ice is composed of 100% water

Many ice machine equipment failures are water-related

3M Water Filtration Products reduce chlorine and sediment. 

Reduce service calls and downtime that help to increase  

bottom line profitability

CI CI

Water Filtration System for

ICE MACHINE

Sediment, rust block the tube & solenoid Excess chlorine residual causes odor & corrosion in ice equipment

3M
™

 C
om

m
er

ci
al

 W
at

er
 F

ilt
ra

tio
n 

- 
Fo

od
 &

 B
ev

er
ag

e 

313M Commerical Water Filter System



Model No Connection Filter Head 
Model

Replacement  
Cartridge

Flow Rate 
GPM (LPM)

Capacity 
Gals (Liters)

Ice machine 
size lbs. - day 

(lbs/day)

Micron 
Rating 
(micron)

Reduction Claims

BEV160

1/2” FNPT

NH3-NPT 
Inlet  

Shut-off  
Valve Head

HF60 3.3 (12.6)
35,000 

(132,489)
800 - 1000 lbs 0.2 Bacteria1, sediment,  

chlorine taste  
and odor, cyst2

BEV190 HF90 5 (18.9)
54,000 

(204,412)
1200 - 1600 lbs 0.2

* Data for reference only and based on half-year cartridge replacement. Daily ice production capacity will vary depending on the maximum capcity of the ice machine
** Actual product color and size may be slightly different from the product image.  Specification are subject to change with notice
1 Reduction of Water-borne bacteria as demonstrated with 99.99% reduction of surrogate organism E. coli (ATCC 11229) and P. fluorescens (ATCC 49642) in manufacturer’s lab test
2 Certified to NSF Standard 53 for Cyst Reduction. Based on testing using Cryptosporidium parvum oocysts
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BEV160 BEV190BEV130 BEV140BEV120

39
.5

 c
m

10.2 cm 10.2 cm 11.4 cm 11.4 cm 11.4 cm

54
 c

m

38
.1 

cm

44
.8

 c
m

60
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m
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Model No Connection Filter Head 
Model

Replacement 
Cartridge

Flow Rate 
GPM (LPM)

Capacity 
Gals (Liters)

Micron 
Rating 
(micron)

Reduction 
Claims

BEV125

3/8” FNPT
VH3-NPT 

Valve-in-Head

HF25 1.5 (5.7)
10,000 
(37,854)

1

Sediment1, 
chlorine 
taste and 

odor

BEV135 HF35 1.7 (6.3)
12,600 

(47,696)
1

BEV145 HF45 2.1 (7.9)
25,000 
(94,635)

3

BEV165

1/2” FNPT
NH3-NPT
Inlet Shut-off  
Valve Head

HF65 3.3 (12.6)
35,000 

(132,489)
3

BEV195 HF95 5 (18.9)
54,000 

(204,412)
3

*	Data for reference only and based on half-year cartridge replacement 
**	Actual product color and size may be slightly different from the product image. Specification are subject to change with notice
1  Sediment reduction is tested and verified by manufacturer’s laboratory

Excess chlorine affects the food color and tastes

Water Filtration System for

Hot Cooking 
Equipment 

3M
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BEV165 BEV195

BEV135 BEV145BEV125

43
.2

 c
m

10.2 cm 10.2 cm 11.4 cm

11.4 cm 11.4 cm

54
 c

m

38
.1 

cm

44
.8

 c
m

60
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SF18-S Inhabits Scales Series
Help to prevent scales build-up and corrosion in high temperature foodservice equipment. A proportioning forced-
feed-orifice delivers a carefully metered amount of a unique high-temperature scale inhibitor, sequestering the 
hardness minerals that form on boiler walls, sensors, brewer spray heads and heating coils.  The Sanitary 
Quick Change (SQC) design allows fast and easy cartridge change-outs.

Model No Connection Replacement 
Cartridge

Flow Rate 
GPM (LPM)

Capacity 
Gals (Liters)

Reduction Claims

SF18-S 3/8” FNPT HF8-S 6 (22.7)
70,000 

(265,000)
scale inhibition3

SF18-S

11.1 cm

44
.1 

cm

CI CI

3  Scale Inhibition is tested and verified by manufacturer’s laboratory

Water Filtration System for

WAREWASHING
Steam is 100% water

The cleanliness of tableware and food are both important,  

3M™ Water Filtration System can improve the cleanliness  

and hygiene during warewashing

3M Commercial inhibit scales series can reduce equipment 

maintenance and suspens ion of production time and hence 

enhance the productivity

Spots on dishware are unappealing to customersScale build-up on nozzles can reduce equipment productivity

3M
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For	prolonging	the	life	span	of	SF18-S,	suggest	to	install	a		
pre-filter	system	ahead	of	SF18-S,	please	refer	P.41	for	details	
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*	Data for reference only and based on half-year cartridge replacement 
**	Actual product color and size may be slightly different from the product image. Specification are subject to change with notice
1  Scale Inhibition is tested and verified by manufacturer’s laboratory

Model No Connection Replacement 
Cartridge

Flow Rate 
GPM (LPM)

Capacity 
Gals (Liters)

Reduction Claims

AP1610 3/4” BSP AP110 6 (22) - Rust, dust and sediment

SF18-S 3/4” FNPT HF8-S 6 (22)
70,000 

(265,000)
Scale inhibition1

Water Filtration System for

Combi Steamer 
Steam is 100% water

Scale build-up in equipment, reduce the service life  

of the steamer 

AP1610 SF18-2

31
 c

m

10.6 cm 7 cm

26
 c

m

3M
™
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Filter  
Model No

Filter Head 
Model

Flow Rate 
GPM (LPM)

Capacity 
Gals (Liters)

Micron Rating 
(micron)

Reduction Claims

HF10-MS
VH3-NPT

Valve-in-Head

1 (3.8)
3,500 

(13,249)
0.5 Sediment, chlorine taste  

& odor, cyst2 and  
scale inhibition3HF20-MS 1.5 (5.7)

9,000 
(34,069)

0.5

HF10-MS

26
.4

 c
m

8.5 cm

*	Data for reference only and based on half-year cartridge replacement 
**	Actual product color and size may be slightly different from the product image. Specification are subject to change with notice
**	Used with VH3-NPT Filter Head
2 Certified to NSF Standard 53 for Cyst Reduction. Based on testing using Cryptosporidium parvum oocysts
3  Scale Inhibition is tested and verified by manufacturer’s laboratory

HF20-MS

39
 c

m

8.5 cm

Water Filtration System for

Coffee Machine
Scale build-up can become harmful to a coffee machine’s interior

Excess chlorine can affect the taste & texture of coffee
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Filter 
Model 

No

Filter Head 
Model

Flow Rate 
GPM (LPM)

Capacity 
Gals (Liters)

Micron 
Rating 
(micron)

Reduction Claims

HF10-MS

VH3-NPT 
Valve-in-Head

1 (3.8)
3,500 

(13,249)
0.5

Sediment, chlorine 
taste & odor, cyst2 

and scale inhibition3

HF20-MS 1.5 (5.7)
9,000 

(34,069)
0.5

HF30-MS 1.7 (6.3)
14,000 

(52,995)
0.5

HF40-S 2.5 (9.5)
25,000 
(94,635)

0.2
Bacteria1, sediment, 

chlorine taste & 
odor, cyst2 and scale 

inhibition3

HF60-S NH3-NPT 
Inlet Shut-off 
Valve Head

3.3 (12.6)
35,000 

(132,489)
0.2

HF90-S 5 (18.9)
54,000 

(204,412)
0.2

HF10-MS HF20-MS HF30-MS

26
.4

 c
m

39
 c

m

45
.6

 c
m

8.5 cm 8.5 cm 8.5 cm

HF40-S HF60-S HF90-S

29
.7

 c
m

37
.3

 c
m

52
.5

 c
m

11.3 cm 11.3 cm 11.3 cm

  Scale Inhibition Water Filtration Cartridge 

HF-MS & S  Direct  Drink Filtration Series
*Used with VH3-NPT or NH3-NPT Filter Head

*	Data for reference only and based on half-year cartridge replacement 
**	Actual product color and size may be slightly different from the product image. Specification are subject to change with notice
1 Reduction of Water-borne bacteria as demonstrated with 99.99% reduction of surrogate organism E. coli (ATCC 11229)  
 and P. fluorescens (ATCC 49642) in manufacturer’s lab test
2 Certified to NSF Standard 53 for Cyst Reduction. Based on testing using Cryptosporidium parvum oocysts
3  Scale Inhibition is tested and verified by manufacturer’s laboratory
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HF-MS & S  Clearness  Filtration Series
*Used with VH3-NPT or NH3-NPT Filter Head

Filter 
Model 

No

Filter Head 
Model

Flow Rate 
GPM (LPM)

Capacity 
Gals (Liters)

Micron 
Rating 
(micron)

Reduction Claims

HF15-MS

VH3-NPT
Valve-in-Head

1 (3.8)
3,500 

(13,249)
5

Sediment, chlorine 
taste & odor and 
scale inhibition3

HF25-MS 1.5 (5.7)
10,000 
(37,854)

1

HF35-MS 1.7 (6.3)
12,600 

(47,696)
1

HF45-S 2.1 (7.9)
25,000 
(94,635)

3

HF65-S NH3-NPT
Inlet Shut-off 
Valve Head

3.3 (12.6)
35,000 

(132,489)
3

HF95-S 5 (18.9)
54,000 

(204,412)
3

HF15-MS HF25-MS HF35-MS

26
.4

 c
m

34
.6

 c
m

45
.6

 c
m

8.5 cm 8.5 cm 8.5 cm

HF45-S HF65-S HF95-S

29
.7

 c
m

37
.3

 c
m

52
.5

 c
m

11.3 cm 11.3 cm 11.3 cm

*	Data for reference only and based on half-year cartridge replacement 
**	Actual product color and size may be slightly different from the product image. Specification are subject to change with notice
3  Scale Inhibition is tested and verified by manufacturer’s laboratory
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3M's Dual Port and Dual Flow systems are engineered to provide high flow rates, high  
capacities and the benefits of individual equipment filtration in a single compact package

All-in-One  
Central Water Filtration System

Filtered Water Supply Out 
(Line 1) for Cold Beverage

• Effectively reduce bacteria1, 
sediment, chlorine taste & odor 
and cyst2

Filtered Water Supply 
Line 1

Filtered Water Supply 
Line 3

DP290

• Effectively reduce bacteria1, 
sediment, chlorine taste & odor 
and cyst2.  The filter features a 
scale-inhibition media to protect 
your coffee machine from 
scaled-related damage

• Effectively reduce bacteria1, 
sediment, chlorine taste & 
odor and cyst2.  The filter 
features a scale-inhibition 
media to help reduces scale 
build-up.

Filtered Water Supply Out 
(Line 2) for Ice Machine

Filtered Water Supply Out 
(Line 3) for Coffee Machine

*For prolonging the life span of the filter, suggest to install a 
pre-filter system ahead of All-in-One Central Water Filtration 
System, please refer P.41 for details

Raw water supply in

Filtered water supply out

3M
™
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Raw Water Supply

Filtered Water Supply 
Line 2
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79.3cm

Upgrade

System Size:

DP190

61.8cm

43.8cm

64cm
DP290

DP390

Model No Connection Filter Head 
Model

Flow Rate 
GPM (LPM)

Capacity 
Gals (Liters)

Micron Rating 
(micron)

Reduction Claims

DP190

3/4” FNPT

Cartpak DP190 5 (18.9)
54,000 

(204,412)

0.2
Bacteria1, sediment, 

chlorine taste & odor, 
cyst2 and scale inhibition3

DP290 Cartpak DP290 10 (37.9)
108,000 

(408,823)

DP390 Cartpak DP390 15 (56.8)
162,000 
(613,235)

Expanding from a twin filter system 
(DP290) to a triple filter system (DP390) 
in cooperating with future business 
development.

DP390

Flexible & Expandable

3M
™
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*	Data for reference only and based on half-year cartridge replacement 
**	Actual product color and size may differ slightly from the product images. Specifications are subject to change without notice
1 Reduction of Water-borne bacteria as demonstrated with 99.99% reduction of surrogate organism E. coli (ATCC 11229) and P. fluorescens (ATCC 49642) in manufacturer’s lab test
2 Certified to NSF Standard 53 for Cyst Reduction. Based on testing using Cryptosporidium parvum oocysts
3 Scale Inhibition is tested and verified by manufacturer’s laboratory
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In order to prolong the life span of the post-precision filter, it is recommended to install 3M™ Drop-In 
Style Pre-filter system (AP1610/ CFS11T/ CFS12T) first.  3M™ Aqua-Pure™ AP110 with grooved cartridge 
design effectively filters rust, dust and sediment.  The pre-filter system can also be equipped with 3M™ 
Aqua-Pure™ AP117, a carbon based drop in cartridge with extra chlorine taste & odor reduction function.

Pre-Filter Water Filtration System

Model 
No Connection Replacement 

Cartridge
Max.  

Pressure 
Max.  

Water Temperature
Housing  
Material

AP1610 3/4” BSP AP110/ AP117
8.6 Bar  
(125 psi)

Stainless Steel Housing: 
99˚C (210˚F)

Stainless Steel 
Housing comes 
with AP110 filter

CFS11T 3/4” NPT AP110/ AP117
5.5 Bar  
(80 psi) Transparent Housing:  

37.8˚C (100˚F)
Transparent Housing:   

37.8˚C (100˚F)

Transparent  
Housing

Transparent  
HousingCFS12T 3/4” NPT

AP110 (2pcs) /  
AP117 (2pcs) / 

CFS8504-B (1pcs)

5.5 Bar  
(80 psi)

Model No Flow Rate 
GPM (LPM)

Micron Rating 
(micron)

Max. Water 
Temperature Reduction Claims

AP110 8  (30.3) 5
76.7˚C  
(170˚F)

Rust, dust and sediment

AP117 3  (11.4) 5
37.8˚C  
(100˚F)

Rust, dust, sediment,  
chlorine taste & odor

CFS8504-B 12  (45.4) 10
37.8˚C  
(100˚F)

Rust, dust and sediment

Drop-In Style Replacement Cartridge

3M
™

 C
om

m
er

ci
al

 W
at

er
 F

ilt
ra

tio
n 

- 
Fo

od
 &

 B
ev

er
ag

e 

*	Data for reference only and based on half-year cartridge replacement 
**	Actual product color and size may differ slightly from the product images. Specifications are subject to change without notice

AP1610 CFS11T CFS12T

31
 c

m

34
.3

 c
m

59
.4

 c
m

10.6 cm 11.6 cm 11.6 cm

AP110 AP117 CFS8504-B

24
.8

 c
m

24
.8

 c
m

49
.5

 c
m

6.4 cm 7.6 cm 11.6 cm
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3M™ Filter Head for Commercial Water Filtration System

1. For commercial use only with cold water
2. Do not use with water that is microbiologically unsafe or unknown quality without adequate disinfection 
3. System maximum operating water temperature and pressure are 38⁰C and 125psi  respectively
4. The inlet pressure of the Water Filtration System cannot exceed 125 psi. If the water pressure at the installation site exceeds 80 psi, a pressure 

reducing valve must be installed in front of the Water Filtration System. The pressure reducing valve shall be inspected and maintained every 
6 months. If you do not know how to choose, install or maintain a pressure reducing valve, please contact a licensed plumber

5.  When installing the water filtration system, allow a minimum of 7.6 cm(3") clear space under filter to facilitate cartridge change
6. The new filter cartridge must be flashed for 5-10 mins before use
7. If the system has not been in use for a long time, please turn off the water inlet valve to prevent accidents; if the Water Filtration System has 

not been in use for more than a week, please flash the filter cartridge for 5-10 minutes before use
8. The cartridge is recommended to be replaced every 6 months for better performance.  Cartridge life varies by water consumption and water 

quality but the maximum life is 12 months only 
9. The pipeline installation of the Water Filtration System shall meet the requirements of relevant pipeline construction standards. The System 

must be installed by a licensed plumber
10. 3M will not be liable for any system failure due to improper maintenance 

Water Pressure Gauge  
Indicates Cartridge Status

 General Instruction of 3M™ Commerical Water Filtration System

VH3-NPT (Valve-in-Head)

Change-out filter without shutting off 
the water supply

(For BEV120. 130 & 140)

NH3-NPT (High Flow; Valve-in-Head)

Can support water flow of 18.9 L/min

(For BEV160 & 190)

3M
™
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Beverage Bar 
 BEV140

•Suitable for high flow demand 
from Beverage Bar

•Effectively reduce chlorine in 
water which affects the taste of 
beverage

•0.2 microns filtration accuracy, 
effectively filter 99.99% Water-
borne bacteria¹ and cyst²; clean & 
hygienic

* 	Pls refer P.29 for details

Coffee Machine 
 BREW125-MS

•With scale inhibition function, 
prevent damage to coffee/
espresso machines

•Effectively reduce chlorine in water 
which affects the taste & texture of 
coffee

* 	Pls refer P.38 for details

Food Washing 
 BEV160

•Suitable for cleaning seafood, 
salad, fruits and other ready-
to-eat food

•Effectively reduce chlorine in 
water which impacts the taste 
of the dish

•0.2 microns filtration accuracy, 
effectively filter 99.99% 
Water-borne bacteria¹ and 
cyst²; clean & hygienic

* 	Pls refer P.30 for details

Ice Machine 

 BEV120
•Effectively filter sediment and 

particulate; prevent equipment 
damage

•Reduce chlorine in water 
which affects the taste of ice-
cube

•Effective filter water-borne 
bacteria & cysts; clean & 
hygienic

* 	Pls refer P.29 for details

Western Restaurant
Solution for Food & Beverage Service
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**	Actual product color and size may differ slightly from the product images. Specifications are subject to change without notice
1 Reduction of Water-borne bacteria as demonstrated with 99.99% reduction of surrogate organism E. coli (ATCC 11229) and P. fluorescens (ATCC 49642) in manufacturer’s lab test
2 Certified to NSF Standard 53 for Cyst Reduction. Based on testing using Cryptosporidium parvum oocysts
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Beverage Bar 
 BEV140

•Suitable for high flow need 
from Beverage Bar

•Effectively reduce chlorine in 
water which affects the taste of 
beverage

•0.2 microns filtration accuracy, 
effectively filter 99.99% Water-
borne bacteria¹ and cyst²; clean 
& hygienic

* 	Pls refer P.39 for details

Combi Steamer 
 AP1610 + SF18-S

•Effectively filter rust, particulate & sediment; help to 
reduce equipment maintenance and suspension of 
production time 

•With scale inhibition function, prevents damage to combi 
steamer

* 	Pls refer P.35 for details

Food Washing 
 BEV160

•Suitable for cleaning seafood, salad, fruits 
and other ready-to-eat food

•Effectively reduce chlorine in water which 
impacts the taste of the dish

•0.2 microns filtration accuracy, effectively 
filter 99.99% Water-borne bacteria¹ and 
cyst²; clean & hygienic

* 	Pls refer P.30 for details
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Chinese Restaurant
Solution for Food & Beverage Service

**	Actual product color and size may differ slightly from the product images. Specifications are subject to change without notice
1 Reduction of Water-borne bacteria as demonstrated with 99.99% reduction of surrogate organism E. coli (ATCC 11229) and P. fluorescens (ATCC 49642) in manufacturer’s lab test
2 Certified to NSF Standard 53 for Cyst Reduction. Based on testing using Cryptosporidium parvum oocysts
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Beverage Bar 
 BEV140

•Suitable for high flow need from 
Beverage Bar

•Effectively reduce chlorine in 
water which affects the taste of 
beverage

•0.2 microns filtration accuracy, 
effectively filter 99.99% Water-
borne bacteria¹ and cyst²; clean & 
hygienic

* 	Pls refer P.29 for details

Cooking Ramen 
 BEV195

•Suitable for high flow demand from restaurant
•Effectively reduce chlorine in water which 

affects the taste
* 	Pls refer P.33 for details

Food Washing 
 BEV160

•Suitable for cleaning seafood, sashimi, cold dish, 
fruits and other ready-to-eat food

•Effectively reduce chlorine in water which impacts 
the taste of the dish

•0.2 microns filtration accuracy, effectively filter 
99.99% Water-borne bacteria¹ and cyst²; clean & 
hygienic

* 	Pls refer P.30 for details

 

So
lu

tio
n 

fo
r F

oo
d 

&
 B

ev
er

ag
e 

Se
rv

ic
e

Japanese Restaurant
Solution for Food & Beverage Service

**	Actual product color and size may differ slightly from the product images. Specifications are subject to change without notice
1 Reduction of Water-borne bacteria as demonstrated with 99.99% reduction of surrogate organism E. coli (ATCC 11229) and P. fluorescens (ATCC 49642) in manufacturer’s lab test
2 Certified to NSF Standard 53 for Cyst Reduction. Based on testing using Cryptosporidium parvum oocysts
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餐飲業使用方案建議
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Solution for Food & Beverage Service

Taiwanese Teashop

  DP190

•Suitable for high flow demand from Beverage Bar

•Effectively reduce chlorine in water which affects 
the taste of beverage

•0.2 microns filtration accuracy, effectively filter 99.99% 
Water-borne bacteria¹ and cyst²; clean & hygienic

* 	Pls refer P.40 for details

**	Actual product color and size may differ slightly from the product images. Specifications are subject to change without notice
1 Reduction of Water-borne bacteria as demonstrated with 99.99% reduction of surrogate organism E. coli (ATCC 11229) and P. fluorescens (ATCC 49642) in manufacturer’s lab test
2 Certified to NSF Standard 53 for Cyst Reduction. Based on testing using Cryptosporidium parvum oocysts  
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商用濾水系統
Commercial

Water Filtration System

Valid until:     

2023

Re
f#

Merchants who purchase 3M™ Commercial Water Filtration System through 

3M Authorized Distributor of Commercial Water Filtration, can apply to join 

3M Quality Water Scheme (subject to terms and conditions) after installation. 

Merchant will be awarded with a 3M Quality Water Label (valid for 12 months) 

which can be displayed in your store and promotion materials.

3M will promote “3M Quality Water Scheme” regularly for establishing a 

positive image for your brand and strength consumer’s confidence in your 

store. Please kindly contact your Authorized Distributors of Commercial 

Water Filtration for details.

3M Quality Water Scheme
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3M商用濾水系統特約經銷商
3M Authorized Distributor of Commercial Water Filtration

3M Hong Kong Limited

       2806 6111

       www.3M.com.hk

新界葵涌和宜合道97-109號百新大廈8樓809-810室
Flat 809-810, 8/F, Park Sun Building, 97-107 Wo Yi Hop Rd, Kwai Chung, N.T.

巴丹工程公司
Annapurna Engineering Co.

(852) 2423 8120
(852) 2421 3486

main2@biznetvigator.com(852) 2881 8270
(852) 2116 8354

enquiry@tnc.com.hk
www.tnc.com.hk

Total Nutrition Center Ltd.
全營推廣有限公司

九龍新蒲崗五芳街28號利森工廠大廈8樓A室
Flat A, 8/F,Wing Hin Factory Building, 31-33 Ng Fong Street, San Po Kong, Kowloon


