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MISSION STATEMENT

proposals fora more comfortable and efficient eating
environment and offer responsive, high quality services.




HOSHIZAKI CORPORATION -

The beginning

1957

Hoshizaki developed Japan's.
first juice vending machine

THE HOSHIZAKI ELECTRIC
COMPANY WAS FOUNDED BY
MR SHIGETOSHI SAKAMOTO
WHO DEMONSTRATED
REMARKABLE FORESIGHT
WHEN HE STARTED OUR
COMPANY IN NAGOYA,
JAPAN IN 1947.

Mr Shigetoshi Sakamoto

Shigetoshi Sakameto start bi
abowe a sushitestaurant in Nag

ofimass producti
fully autornatic i

Start of selling Japans
1st fully automatic icemaker

DOMESTIC OPERATION OVERSEAS EXPANSION

Founded 1904
liLcapais Hoshizaki Acquired Hoshizaki Acquired Hoshizaki
Europe Ltd Lancer China Holdings Acos Macom Philippines
Uk Corp. Co. Lid Brazil P T
USA China
[ 1981 | E | 2010 | 2013 | [ 2015 |
Development of the first Development of Development of the Development of the Hoshizaki Hoshizaki Hoshizaki Hoshizaki Hoshizaki Acquired
juice vending machine the beer dispenser commercial refrigerator snow cone vending America Shanghai Taiwan Korea Thailand Ltd. Brema
machine usa Co. Ltd Ghina Co. Ltd Thailand Kaly
China South Korea
Development of the first Development of the Development of the I.P.O. At Tokyo & Hoshizaki Hoshizaki Hoshizaki Acquired Hoshizaki Continuing
automatic ice maker hamburger vending machine dish washer Nagoya stock exchange Europe BV Suzhou Hong Kong Jackson Vietnam the journey
The Netherlands Co. Ltd Co. Ltd USA Vietnam Worldwide
China China
[ 1999 | [ 2014 |
Hoshizaki Acquired Acquired Pt. Hoshizaki Merged Hoshizaki
Singapore Gram Western Indonesia Europe B.V. and
PTE Lid. Commercial Refrig. Ltd Indoresia | Gram Commercial A/S.
Singapore Denmark India




PREMIUM ICE FOR ALL PURPOSES

As a fully integrated manufacturer and supplier of commercial
refrigeration solutions and ice makers, we are proud to have built
a comprehensive portfolio of ice makers, suitable for all types of
business and purposes.

Our product line up ranges from Cuber, Cubelet, Flaker, Nugget and
Crescent Ice Makers to Special lce Makers, producing extraordinary
ice shapes such as ball ice, heart ice and star ice.

Flake Ice

Nugget Ice

Cubelet Ice

Ball Ice

@45 mm

Crescent Ice

Large Cube

t

38 x28 x 13 mm

(LM) 48 x 48 x 58 mm

Cube Ice

(-21) 21 x 21 x 14 mm
(-25) 25 x 25 x 23 mm
(-23) 28 x 28 x 23 mm
(Standard size) 28 x 28 x 32 mm

(-82) 32 x 32 x 32 mm




IM SERIES

CUBE ICE MAKER Self Contained

Perfect Taste, Perfect Shape, Perfect Dilution

IM-45CNE
IM-45CNE-25

IM-45NE
IM-45NE-25

IM-30CNE

Hoshizaki cubes are extremely compact, dry, tasteless, consistently identical and IM30GNE25

slowly melting, allowing just the right amount of dilution — a combination of everything
a bartender requires when it comes to aesthetics, taste and functionality of ice.

IM-30CNE IM-45CNE
We are proud to provide and continuously perfect the technology behind these dense, IM-30CNE-25 IM-45NE-25 IM-45CNE-25
dry and exceptionally hard ice cubes. Cubes are formed individually by a dedicated . . 28kg 44kg 44kg
spray of fresh water inside a CLOSED-CELL SYSTEM, to achieve the highest Max daily production (kg) 24kg 39g 39g
possible compactness of an ice cube with the perfectly precise square shape. - -
Max storage bin capacity (kg) 11.5kg 18kg 15kg
Electric power (W) 270W 330W 320W / 330W
U . I P d t S t Gube size (i) 28 x 28 x 32 28 x 28 x 32 28 x 28 x 32
u 74
nlque ce roauction yS em 25x25x23 25x25x23 25x25x23
h ) Dim.: Wx D x (H + leg) mm 398 x 451 x (695 + 90) 503 x 456 x (840 + 90) 633 x 511 x (690 + 90)
e square ice
formed by a
Water is sprayed into dedicated jet Hot gas slowly
the -25°C evaporator spray in a warms the evaporator
closed cell circuit. Cube is fully formed
@ O O O O O IM-100NE
| 9 ) e IM-100NE-21
Y Y YVYY ’ — IM-100CNE :m:lggm?s
Y Y ol - - IM-65NE I IM-100CNE-21 IM-130NE-21
. IM-65NE-25 | . IM-100CNE-23 IM-130NE-23
IM-65NE IM-100CNE IM-100NE IM-130NE
IM-65NE-25 IM-100CNE-23 IM-100NE-23 IM-130NE-23
Key Features and Benefits: , | 63kg 95kg 95kg 120kg
Max daily production (kg)
_ _ _ 56kg 79kg 79kg 100kg
« Each ice cycle is made with fresh water — > — oak — — —
- The water plate is rinsed on every cycle ax S BlEgs bimeaparEiiio) 9 9 9 9
« Closed water circuit for ultimate contamination protection Electric power (W) 400W 630W 630W 700W
« Stainless steel exterior ) 28 x 28 x 32 28 x 28 x 32 28 x 28 x 32 28 x 28 x 32
Cube size (mm)
* Integrated door handles 25 x 25 x 23 28 x 28 x 23 28 x 28 x 23 28 x 28 x 23
* Removable door gaskets Dim.:Wx D x (H +leg) mm | 633x506x (840 +90) | 1004 x 600 x (700 + 100) | 704 x 506 x (1200 + 100) | 704 x 506 x (1200 + 90)
- Easily cleanable air filter
- Foam injected polyurethane for outstanding insulation (HFC free) Modular
« lce machines are micro computer controlled I.
IM-240ANE
Hoshizaki IM machines produce exceptionally hard, crystal clear ice cubes. This ice melts very slowly, allowing g o oaoANE o
customers to enjoy their cooled drinks longer. Five different sizes of ice cubes are available. IM-240NE-23 (B-301SA)
CUBE SIZES v
IM-240NE IM-240ANE
IM-240NE-23 IM-240ANE-23
‘ ‘ , , 240kg 240kg
0 ‘ ] . Max daily production (kg)
‘ E : = £ 225kg 225kg
= 2 o & & Max storage bin capacity (kg) 110kg 144kg
= Electric power (W) 1320W 1320W
21 mm 25 mm 28 mm 28 mm 32 mm 28 x 28 x 32 28 x 28 x 32
2rmm 2o mm 28 mm 28 mm 32 mm Cube size (mm) xeox xeex
28 x 28 x 23 28 x 28 x 23
Cube size: Cube Size: Cube Size: Cube Size: (Standard Size) Cube Size: 560 x 700 x 880
Weight: 6g Weight: 13g Weight: 17g Weight: 23g Weight: 31g Dim. - W x D x (H + leg) mm 704 x 665 X (1510 + 90 X X
Size code: -21 Size code: -25 Size code: -23 Size code: No Code Size code: -32 xP{leg X XA 20 560 x 820 x 1991(w/B-301SA)

* Power Supply: 1 Phase / 220-240V / 50Hz
7 * Operation Conditions: Test Ambient Temperature 10°C and test water temperature at 10°C 8




IM SERIES

Modular

IM-240DNE
(ST-200A)

IM-240DNE
(B-801SA)

IM-240DNE

IM-240DNE

IM-240XNE

IM_240DWNE IM-240DNE
IM_240XWNE IM-240XNE
(B-801SA) (N-200A)
e, 428, -59) (ST-200A)

are availabe ——
- _ e
t
. ‘I .
I ol .

IM-240XNE IM-240DWNE IM-240DNE +
IM-240DNE-23 IM-240XNE-23 IM-240XWNE-23 IM-240XNE
_ _ 240kg 240kg 240kg
Max daily production (kg) 480kg
225kg 225kg 210kg
Electric power (W) 1330W 1330W 1300W 2660W
. 28 x 28 x 32 28 x 28 x 32 28 x 28 x 32
Cube size (mm) 28 x 28 x 32
28 x 28 x 23 28 x 28 x 23 28 x 28 x 23
) 1084 x 700 x 485(w/o bin)
1084 x 700 x 500(w/0 bin) . 1084 x 710 x 1990
. . 1220 x 820 x 2096 1084 x 700 x 500(w/0 bin) .
Dim. : (W x D x H) with leg mm | 1084 x 710 x 1120(w/ST-200A) (Combined w/N-200A
(Combined with + 1200 x 820 x 1611(w/B-801SA)
1220 x 820 x 1611(w/B-801SA) and ST-200A)
IM240DNE+B-801SA)
Self Contained
IM-30CA IM-45CA IM-65A
IM-30CA-25 IM-45CA-25 IM-65A-25

IM-30CA IM-45CA IM-65A
IM-30CA-25 IM-45CA-25 IM-65A-25
y . 30kg 47kg 70kg
Max daily production (kg)
30kg 48kg 59kg
Max storage bin capacity (kg) 12kg 15kg 26kg
Electric power (W) 250W 310W 390W
) 28 x 28 x 32 28 x 28 x 32 28 x 28 x 32
Cube size (mm)
25x25x23 25x25x23 25x25x23
Dim.: Wx D x (H + leg) mm 398 x 510 x (695 + 100) 660 x 570 x (695 + 100) 660 x 570 x (800 + 100)

Self Contained

IM-100A
IM-100A-23
IM-130A
IM-130A-23

IM-220AA
IM-220AA-21
IM-220AA-23
IM-220AWA
IM-220AWA-21
IM-220AWA-23

IM-130A
IM-220AWA
IM-130A-23
) ) 112kg 126kg 220kg
Max daily production (kg) 220kg
96kg 106kg 185kg
Max storage bin capacity (kg) 52kg 52kg 144kg(B-301SA)
Electric power (W) 550W 630W 950w 870W
) 28 x28 x 32 28 x 28 x 32 28 x 28 x 32
Cube size (mm) 28 x 28 x 32
28 x28 x 23 28 x 28 x 23 28 x 28 x 23
. 560 x 639 x 775(w/0 bin)
Dim.:WxDx H +leg) mm | 660 x570x (1220 + 100) | 660 x 570 x (1220 + 100)
560 x 820 x 1886(w/B-301SA)

Ball Ice

IM-65NE-Q

Large Cube Ice

M-35M-2-LM

IM-55M-2-LM

LM-550M-1

IM-65NE-Q IM-35M-2-LM IM-55M-2-LM LM-550M-1
Max daily production (kg) 26kg 20kg 32kg 63kg
Electric power (W) 390W 185W 265W 435W
Cube size (mm) @45 48 x 48 x 58 48 x 48 x 58 48 x 48 x 58
Dim. :WxDxH +leg) mm | 633 x 506 x (860 + 90) 500 x 450 x 850 630 x 525 x 850 700 x 525 x 1200

IM-240 D W N

L

-23

Identification of Model Number

7T

IM: Cube Ice
LM: Large Ice

* Power Supply: 1 Phase / 220-240V / 50Hz
* Ice Maker Operation Conditions: Test Ambient Temperature 10°C and test water temperature at 10°C

—— Daily Production Capacity (kg)

Condenser Type
None: Air cooled
W: Water cooled

Machine Type

None: Self contained

A: Modular Type

C: Self Contained (Under Counter Type)
D(X): Modular (Stack-on) Type

Series Modification

Country of Origin

A: China
E: UK
M: Japan

Ice Size Code

* Power Supply: 1 Phase / 220-240V / 50Hz

* Operation Conditions: Test Ambient Temperature 10°C and test water temperature at 10°C

CUBE ICE

10




b
Self Contained - 2 INEW optional Functions
CRESCENT ICE MAKER

‘ A ‘ Sanitise ice making water by radiating tank A ¢ Available for model ('W) with fU”y automated Cleaning
v, \ 4 water directly with UV-LED at every 2 hours for kit. It automatically feeds dishwasher chemicals
- UV | = AUTO (*citric acid solutions) to descale the water circuit.

10 minutes. Then circulate sanitised water 4 ) )
y : _— : ; * The cleaning frequency is defaulted once every 400
’ into water circuit for ice making. . -
v ice making cycles (approx once every 2 weeks).

KM SERIES [ SR -

Hoshizaki Signature Ice
Unique Purity

The unique shape is built from the inside out and can be used for

chilling drinks, bottle display, as well as for cooking. KM-130C
KM-130C-U
. . . KM-130C-W
KM machines produce clear, crescent shape ice. The unique 140G KMLB0C KMLB0C KM-130C-UW
shape is extremely versa’u[e and extends frqm the splailsh—-free KM-400-U KM-60C-U KM-80C-U
serving of post mix soft drinks through to diverse applications KM-40C-W KM-60C-W KM-80C-W

such as fish transportation and food display etc. KM-40C-UW - KMeoc-UW ~ Kmmsoc-uw

]

MODEL KM-40C KM-60C KM-80C KM-130C
I Max daily production (kg) 43k 60k 80k 130k
Key Features and Benefits: , 2 2 2 2 2
Electric power (W) 250W 305W 405W 593W
+ Unique dual-sides ice-making method increase single ice Max storage capactty (k) 16k 23kg Sk 25K
Output’ thus reduce water and energy Consumption_ Dim.: W x D x (H + Ieg) mm 452 x 610 x (842+1 50) 605 x 610 x (842+1 50) 605 x 712 x (842+150) 630 x 719 x (1 333+1 50)

Remarks: * The concentration of citric acid solution must not exceed 40% and is approved as a food additive.

© . e
KM-590DJ
KM-470AJ KM-590DWJ
KM-470AWJ (Stackable)
J
v v ‘ L]

Produce INDIVIDUAL, CRYSTAL CLEAR crescent ice as only
the purest water molecules will be frozen on the evaporator, MOdUIar
washing most of the minerals and impurities down the drain.

Vertical stainless steel evaporator with long durability.

The controller board manages the freeze cycles and adjusts the
setting to accommodate external factors that influence the ice
making process.

KMD-201AB (B-301SA)
KMD-201AWB (B-301SA)
KMD-270AB (B-301SA)
KMD-270AWB (B-301SA)

ICE SHAPE

KMD-201AB KMD-201AWB KMD-270AB KMD-270AWB

Max daily production (kg) 200kg 190kg 275kg 270kg

Electric power (W) 663W 604W 984W 925W
One of the most striking features of our Crescent Ice is its ] . 560 x 625 x 610 (w/o Bin) 560 x 625 x 610 (w/o Bin)
round form and the flat bottom with two small winglets. This 38mm Dim. : (WxDxH) with leg mm 560 x 820 x 1721 (w/B-301SA) 560 x 820 x 1721 (w/B-301SA)

form behaves perfectly as drink chiller, as it is tasteless,

absolutely clear and slowly-melting. 13mm

KM-470AJ KM-470AWJ KM-590DJ KM-590DWJ
Max daily production (kg) 495kg 495kg 630kg 650kg
Electric power (W) 1850W 1523W 2080W 1741W
762 x 695 x 825 1219 x 695 x 695

Dim. : (WxDxH) with leg mm

762 x 820 x 1931 (w/B-501SA Bin) 1220 x 820 x 1801 (w/B-801SA Bin)

* Power Supply: 1 Phase / 220-240V / 50Hz
* Operation Conditions: Test Ambient Temperature 10°C and test water temperature at 10°C
11 * Model number with “W” for moldular model = Water Cooled Condensing System 12




KM SERIES

Modular

KM-520MAJ-E

KM-660MAJ-E

KM-1100MAJ-50

(B-301SA) (B-301SA) (B-501SA)

- A=

KM-520MAJ-E
Max daily production (kg) 238kg

KM-660MAJ-E

KM-1100MAJ-50
280kg 464kg

KM-1301SAJ-E
(B-801SA)
(Stackable)

KM-1301SAJ-E
624kg

Electric power (W) 6.52 (KWH per 45kg) 4.85

(KWH per 45kg) 5.65 (KWH per 45kg)

4.52 (KWH per 45Kkg)

559 x 695 x 711 (w/o Bin)

Dim. : (WxDxH) with leg mm 560 x 820 x 1822

559 x 695 x 711 (w/o Bin)
560 x 820 x 1822

762 x 695 x 825 (w/0 Bin)
762 x 820 x 1936

1219 x 695 x 695 (w/o Bin)
1119 x 820 x 1806

Daily Production Capacity (kg)

KM: Crescent Ice Maker
KMD: Crescent Ice Maker Dispenser Type

KM-C Type (Self-contained models)
KM-40 C - U - W

None: Self contained W: Water Cooled

A: Modular Type
C: Self Contained (Under Counter Type)
D(X): Modular (Stack-on) Type

L=
UVv-

Fully Auto Chemical Cleaning

LED
Series Modification
Daily Production Capacity (kg)
Crescent Ice
AMERICAN MODEL
KM -520 M A J - E
T Electrical Phase
E: (1/220V/50Hz)
Series Modification
Condenser Type
A: Air-cooled
Machine Type
M: Modular Type
Daily Production Capacity (lb)
Crescent Ice

* Power Supply: 1 Phase / 220-240V / 50Hz

13 * Operation Conditions: Test Ambient Temperature 7~38°C and test water temperature at 7~32°C

(w/B-301SA) (w/B-301SA) (w/B-501SA) (w/B-801SA Bin)
Identification of Model Number
CHINA MODEL
KM -201 A W B
—‘7 T Series Modification
Condenser Type
Machine Type None-Air-cooled

CUBE ICE

FLAKE ICE




FM SERIES R CUBELET FLAKE & NUGGET ICE

CUBELET, FLAKE & NUGGET ICE MAKER

Our Cubelet, Flake and Nugget Ice Makers belong to the true
all-rounders of the Hoshizaki product line-up. These powerful, durable
and sustainable machines are highly popular across different market
segments, such as in food preparation or processing, as well as

Self Contained

S —

=2
CM-140KE .
¥

in hotels, bars, restaurants and catering businesses. EM:ggEE_N
FM-150KE FM-150KE-50
As the ice makers convert all water brought into the machine, the water FM-150KE-N FM-150KE-50-N

consumption is equal to its ice production.

Being proven free of all impurities and meeting even the strictest

; : : . : : FM-80KE FM-150KE FM-150KE-50
hygiene requirements, Hoshizaki flake ice is even used for organ CM-140KE - — | —
transport and other medical purposes. FM-80KE-N FM-150KE-N FM-150KE-50-N

, ) 85kg 150kg 150kg
Max daily production (kg) 140kg
65kg 140kg 140kg
Flake Flake Flake
Shape of Ice Cubelet
Nugget Nugget Nugget
. , _ 26kg 26kg 57kg
A! Max storage bin capacity (kg) 32kg T a5l -
G Key Features and Benefits: 2 2
Cy Features a d Benefits: Electric power (W) 640W 300W 640W 640W
Carbon auger bearings are used within this range Dim.: W x D x (H + leg) mm 640 x 600 x (711 + 89) 940 x 600 x (711 + 89)

and they are far more robust than roller bearings,
enhancing product life expectancy and also reducing
maintenance cost.

\

Ice Features Ice-To-Water Ratio

The main characteristic of Hoshizaki’s flake ice is that

‘freeze burn’ is prevented when displaying fresh fish or Dypeclilce ‘ loe ‘ aten Ree
produce. The extruding head inside the Flaker exerts only .
a slight compression, producing the typical Hoshiazki Flake Ice 75% 25% Soft & Humid
ice flakes. ——

Nugget 82% 18% Large in size,
For Nugget ice, the extruding head performs a higher Dry and Hard
compression to yield harder and dryer, individual ice Small in size,
nugget_ Cubelet 90% 10%

Dry and Hard

#t
¢

ICE SHAPE

FLAKE ICE NUGGET CUBELE

&

* Power Supply: 1 Phase / 220V / 50Hz
15 * Operation Conditions: Test Ambient Temperature 10°C and test water temperature at 10C 16




FM SERIES

Modular

FM-300AKE-SB
FM-300AKE-N-SB

FM-480AKE-SB
FM-480AKE-N-SB
FM-480AWKE-SB
FM-480AWKE-N-SB

FM-600AKE-SB
FM-600AKE-N-SB
FM-600AWKE-SB
FM-600AWKE-N-SB

FM-750AKE-SB
FM-750AKE-N-SB
FM-1000AKE-SB
FM-1000AKE-N-SB

Ice Bin

ICE BIN

In order to ensure sufficient quantity of ice in all time, Hoshizaki offers a wide range of storage bins that configure
perfectly with its ice machines. All storage bins are made of stainless steel and come with adjustable legs. The
B-bin series is injected with polyurethane foam for outstanding insulation. The choice of bins depends on the
capacity of the machine, the average daily demand and the peak demand.

Additional top kit may necessary to seal off the bin completely to avoid external contamination. Please refer to following
table to find the appropriate top kit.

(W/B-301SA) (W/B-501SA)

(W/B-301SA) (W/B-301SA)

FM-480AWKE-SB
FM-480AWKE-N-SB

FM-480AKE-SB
FM-480AKE-N-SB

FM-300AKE-SB

FM-300AKE-N-SB

i i 320kg 500kg 420kg

Max daily production (kg)

270kg 430kg 380kg

Flake Flake Flake =

Shape of Ice

Nugget Nugget Nugget
Electric power (W) 1000W 1650W 1385W / 1450W 5

560 x 700 x 780 (w/o bin) 560 x 700 x 780 (w/o bin)
Dim. : (WxDxH) with leg mm . )
560 x 820 x 1891 (w/B-301SA bin) 560 x 820 x 1891 (w/B-301SA bin)

FM-1000AKE-SB
FM-1000AKE-N-SB

FM-750AKE-SB
FM-750AKE-N-SB

FM-600AWKE-SB
FM-600AWKE-N-SB

FM-600AKE-SB

FM-600AKE-N-SB

600k 600k 750k 1030k
Max daily production (kg) - - - . B-301SA B-801SA
530kg 490kg 590kg 860kg
Flake Flake Flake Flake | y | ) ]
Shape of Ice MODEL B-301SA B-501SA B-801SA
Nugget Nugget Nugget Nugget Dim.:WxDx(H+leggmm | 559 x 820 x (1016 + 90) 762 x 820 x (1016 + 90) 1220 x 820 x (1016 + 90)
Electric power (W) 1200% Lzasw 1880W 200 Storage Capacity 144kg 217kg 348kg
1950W 1760W 2010W 2550W
. . 560 x 700 x 780 (w/o bin) 762 x 700 x 780 (w/0 bin)
Dim. : (WxDxH) with leg mm
560 x 820 x 1891 (w/B-301SA bin) 762 x 820 x 1891 (w/B-501SA bin)
Top Kit Table
e . FM-300 FM-300 x 2
|dentification of Model Number 50 750 B0 2
- - - X
FM - 480 A W K E - N KMD-201 KMD-201AWB x 2
T FM-600 FM-1000 KM-590 IM-240D | FM-600 x 2 KMD-201AB x 2
Nugget lce KMD-270 KMD-270AWB x 2
KM-520 KM-470 KM-1301 IM-240X | KM-520 x 2 KMD-270AB x 2
Country of Origin IM-220 IM-220 x 2
EUK KM-660 KM-1100 KM-660 x 2
Series Modification
Gondenser Type IM-240A IM-240A x 2
None: Air-cooled
W:Water Gooled B-301SA 22 Not required
Machine Type
None: Self contained
A: Modular Type B-501SA 22 + 8D 8D Not required
Daily Production Capacity (kg)
gm_ZSUEelft Ice B-801SA (8D +18D+22| 8D + 18D 18D Not required | IMD2 |4DM +22 + 22 4DM 4DM + 4DR
* Power Supply: 1 Phase / 220-240V / 50Hz ’
8

17 * Operation Conditions: Test Ambient Temperature 10°C and test water temperature at 10°C




DSM-12DE

DSM Dispenser

@ Produce shuttle ice

& Portion control can be set
@ Easy for self-service

@ Compact design

ICE DISPENSER

Capacity within

1 hour
DCM-60KE 99 cups
DCM-120KE 209 cups
* 40g ice per cup DCM-60KE
DCM-120KE

** Ambient temp.
21°C/
Water Temp 15°C

DCM Dispenser

@ Touchfree usage

@ Water consumption is equal to
ice production

@ ldeal for self-serving environment

@ Lever design minimize the risk of

DIM-30DE-2

DISPENSER

ICE ONLY

DIM Dispenser

& Produce cube ice only

@ ldeal for self-serving environment

& Portion control can be set easily

@ It often placed in hotels, positioned
on each floor to provide guests with

bacterial transfer

& Suitable for sizable venues, such as
amusement parks, hotel resorts and
large-scale quick serve environment

quality ice all around the clock

DISPENSER
DSM-12DE DCM-60KE DCM-120KE DIM-30DE-2
Max daily production (kg) 13kg 60kg 125kg 42kg
Shape of Ice (mm) Shuttle @23 x 14 Cubelet Cube 28 x 28 x 32
Max storage bin capacity (kg) 3kg 1.9kg 4kg 15kg
Electric power (W) 200w 320w 480W 320W
Dim. :WxDxH +leg) mm | 180 x 527 x (695 + 50) | 350 x 585 x (645 + 50) | 350 x 585 x (765 + 50) | 350 x 526 x (1500 + 90)
Ice v/ v/ 4 4
Output Ice + water X v 4 X
Water only X e v X

* Power Supply: 1 Phase / 220-240V / 50Hz

BEN-00IKE * Operation Conditions: Test Ambient Temperature 10°C and test water temperature at 10C 20

19 DSM-12DE DCM-120KE DIM-30DE-2
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GOLDLINE

PREMIUM SERIES

GOLDLINE SERIES is designed for those
who seek for excellence and professions.
Full series is in high cooling performance
and particularly durable. It allows wide
temperature setting range from -6°C to
+12°C and -25°C to -7°C. It is accurately

controlled within +2°C variant of the setpoint.

22




GOLDLINE

o~ 4

2 Refrigerator temperature range: -6°C to +12°C F Freezer temperature range: -25°C to -7°C [ Refrigerator temperature range: -6°C to +12°C F Freezer temperature range: -25°C to -7°'C
HRE-67B-SHD / HRE-77B-SHD HRE-127B-SHD HRE-147B-SHD HRE-187B-SHD HRE-70B-SHD-GN
HFE-67B-SHD / HFE-77B-SHD HFE-127B-SHD HFE-147B-SHD HFE-187B-SHD HHEE TR HFE-70B-SHD-GN
Refrigerator (HRE) / Freezer (HFE) Dual Temperature (HRFE) Upright Refrigerator (HRE-GN) / Freezer (HFE-GN) * Accommodate 2/1 GN Pan
HRE-67B-SHD | HRE-77B-SHD HRE-127B-SHD HRE-147B-SHD | HRE-187B-SHD _— _SHD- _ _SHD.
HOBEE HFE-67B-SHD | HFE-77B-SHD HFE-127B-SHD HFE-147B-SHD | HFE-187B-SHD S — e r— e —
s e . . . . . . Storage Capacity 630L 630L
Storage Capachty 507L 599L 1109L 1311L 1720L R: 299L Hectie Consurtion 143W 570W
DUAL Sl Ll Gaadl= Sl PRl Dim. : W x D x (H + leg) mm 700 x 850 x (1900 + 100) 700 x 850 x (1900 + 100)
) ) 317W 348W 501W 501W 501W
Electric Consumption 439W
572W 572W 723W 723W 723W
Dim.:WxDx(H+leg)mm | 625x800x(1900+100) | 700%800x(1900+100) | 1200 800x (1900 +100) | 1400x 800 x (1900 + 100) | 1800 x 800 (1900 +100) | 700 x 800 x (1900 + 100) HIGNSEAEH RTC-125SDA-GN
COUNTER SERIES (P
(2 Refrigerator temperature range: -6°C to +12°C F Freezer temperature range: -25°C to -7°C g
RTC-90SNA RTC-120SNA RTC-150SNA RTC-180SNA Counter Refrigerator (RTC-GN) * Accommodate 1/1 GN Pan
RTC-90SDA RTC-120SDA RTC-150SDA RTC-180SDA
FTC-90SNA FTC-120SNA FTC-150SNA FTC-180SNA
FTC-90SDA FTC-120SDA FTC-150SDA FTC-180SDA MODEL RTC-90SDA-GN RTC-125SDA-GN
e | —— T £ Storage Capacity 182L 301L
Electric Consumption 229w 315W
. =il y 4 Dim.: W x D x (H + leg) mm 900 x 750 x (700 +100) 1250 x 750 x (700 +100)

Refrigerator: D600mm (SNA) / D750mm (SDA)

resTaL RTC-90SNA RTC-120SNA RTC-150SNA RTC-180SNA RTC-90DDA-GN-3D RTC-125DDA-GN-4D RTC-167DDA-GN-6D
RTC-90SDA RTC-120SDA RTC-150SDA RTC-180SDA il i e——— e I
: =

== Zma
- e " 2218 188L 258L 324L § § g
orage Capacity z 2 =
159L 247L 337L 4241 %% % %g
Bt & 7 175W 198W 271W 314W
ECLrC onsumption AIR QUTLET DUCT RTC-125DDA-GN-4D AIR OUTLET DUCT
174W 198W 271w 314W RTC-90DDA-GN-3D 5 RTC-167DDA-GN-6D &
900 x 600 x (700 + 100) | 1200 x 600 x (700 + 100) | 1500 x 600 x (700 + 100) | 1800 x 600 x (700 + 100 E =
Dim.: Wx D x (H + leg) mm I ) ( ) o ) Y ) al ¥ . [ 4 ‘]J—.— [
900 x 750 x (700 + 100) | 1200 x 750 x (700 + 100) | 1500 x 750 x (700 + 100) | 1800 x 750 x (700 + 100) = = ’ : 8% = ; : :
Freezer: D600mm (SNA) / D750mm (SDA) e .. 1 F——1 .
FTC-90SNA FTC-120SNA FTC-150SNA FTC-180SNA 5 | v N | =
FTC-90SDA FTC-120SDA FTC-150SDA FTC-180SDA s10 71 e s10 71 i
(STROKE) (1254) 30 (STROKE) (1254)
St o " 1221 188L 258L 324L c D Refri RTC-GN
orage Capacity i *
i ey g T, ounter Drawer Refrigerator ( ) Accommodate 1/1 GN Pan
349W 403W 473W 582\W RTC-90DDA-GN-3D RTC-125DDA-GN-4D RTC-167DDA-GN-6D
Electric Consumption
349W 408W 543W 582w Storage Capacity 176L 296L 443L
Dim. :Wx D x (H + leg) 900 x 600 x (700 + 100) | 1200 x 600 x (700 + 100) | 1500 x 600 x (700 + 100) | 1800 x 600 x (700 + 100) Electric Consumption 243W 315W 315W
im.: Wx D x (H + leg) mm
900 x 750 x (700 + 100) | 1200 x 750 x (700 + 100) | 1500 x 750 x (700 + 100) | 1800 x 750 x (700 + 100) Dim.: Wx D x (H + leg) mm 900 x 750 x (700+100) 1250 x 750 x (700+100) 1670 x 750 x (700+100)
* Power Supply: 1 Phase / 220V / 50Hz * Power Supply: 1 Phase / 220V / 80Hz
* Operation Conditions: Test Ambient Temperature 5~43C * Operation Conditions: Test Ambient Temperature 5~43°C

23+ 150mm adjustable leg / Castor is available * 150mm adjustable leg / Castor is available 24




PILLARLESS (MULLIONLESS)

[ Refrigerator temperature range: -6°C to +12°C

HRE-127B-SHD-ML HRE-147B-SHD-ML
HFE-127B-SHD-ML HFE-147B-SHD-ML

Upright Refrigerator (HRE-ML) / Freezer (HFE-ML)

MODEL NHE:A2755 D, MU R HE Gt SHD ML
HFE-127B-SHD-ML HFE-147B-SHD-ML

F Freezer temperature range: -25°C to -7°C

HRE-187B-SHD-ML
HFE-187B-SHD-ML

HRE-187B-SHD-NML

HFE-187B-SHD-ML

FTC-120SDA-ML FTC-150SDA-ML

OTEL RTC-120SNA-ML | RTC-150SNA-ML | RTC-180SNA-ML | FTC-120SNA-ML
RTC-120SDA-ML | RTC-150SDA-ML | RTC-180SDA-ML | FTC-120SDA-ML

. 1109L 1218L 1600L
Storage Capacity
1102L 1205L 1600L
. . 520W 539W 549W
Electric Consumption
759W 835W 904W
Dim. : W x D x (H + leg) mm 1200 x 800 x (1900 + 100) 1400 x 800 x (1900 + 100) 1800 x 800 x (1900 + 100)
RTC-120SNA-ML RTC-150SNA-ML RTC-180SNA-ML
RTC-120SDA-ML RTC-150SDA-ML RTC-180SDA-ML
FTC-120SNA-ML FTC-150SNA-ML FTC-180SNA-ML

FTC-180SDA-ML

Counter Refrigerator & Freezer: D600mm (SNA-ML) / D750mm (SDA-ML)

FTC-150SNA-ML

FTC-150SDA-ML

B : Series Mcdification CHD : China
SHD : Singapore

= - GN : Gastronome =
ML : Mullionless
P :Pass Through
Specifications

Product Width / Depth

67 :W625 /D800 140 : W1400 / D850 .

70 :W700 /D850 147 : W1400 / D800 Product Width

77 :W700 /D800 187 : W1800 / D800 90 :900mm

127: W1200 / D800 120 : 1200mm
125 : 1250mm

HRE  : Upright Refrigerator
— HFE : Upright Freezer
HRFE : Upright Refrigerator + Freezer

L_ RTC : Counter Reftigerator
FTC : Counter Freezer

* Power Supply: 1 Phase / 220V / 50Hz
* Operation Conditions: Test Ambient Temperature 5~43°C
25 * 150mm adjustable leg / Castor is available

. 188L 313L 398L 188L 258L 324L
Storage Capacity
301L 413L 5241 301L 337L 524L
. . 206W 279W 322W 406W 476W 585W
Electric Consumption
209W 279W 322W 1w 546W 585W
Dirn.: Wx D x H + leg) 1200 x 600 x (700+100) | 1500 x 600 x (700+100) | 1800 x 600 x (700+100) | 1200 x 600 x (700+100) | 1500 x 600 x (700+100) | 1800 x 600 x (700+100)
im.: WxDx(H +leg) mm
1200 x 750 x (700+100) | 1500 x 750 x (700+100) | 1800 x 750 x (700+100) | 1200 x 750 x (700+100) | 1500 x 750 x (700+100) | 1800 x 750 x (700+100)
Model Number Identification
UPRIGHT | UNDERCOUNTER
HRE - 187 B - SHD - * G :Glass Door RTC - 180 D A-* G :Glass Door

GN : Gastronome
ML : Mullionless

Series Modification P : Pass Through

Depth
B : Deep (750mm)

: Narrow (600mm)

Development Order

140 : 1400mm 180 : 1800mm
150 : 1500mm
167 : 1670mm

GOLDLINE

MAIN FEATURES

Compact Fan Motor Unit
Larger storage capacity

Accommodate 1/1 and 1/2 GN pan

Durable Evaporator (Non-corrosive

coating treatment)

Auto-close within 45°
Automatically Door-closing design with 700,000 tests.

Digital Display

Strong Refrigeration

a _
]
Test Ambient -@
Temperature 1
. =
o -

Designed to operate in tropicalised 43°C ambient conditions.

Hygienic Design
Dished stainless interior and base with rounded edged for
easy cleaning.

Front-in & Front-out air flow
No need to leave space on the back.

Easy Cleaning

Removable door gaskets for easy cleaning without tools.

{ ____ DrainPan
Standard easy install drain pan for upright models & build
in drain pan for undercounter models.

Easy Service

A compact slide out refrigeration unit for easy maintenance
and service access.

CUSTOM MADE ITEMS

26
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A-FIT

BASIC SERIES

A-FIT SERIES is designed for those
who seek for the basics. Simple outlook
design yet with uncompromising cooling
technologies. The series can provide
all-round efficiency and cost-effective

value in the market.

g |

\
| lV

]

|
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UPRIGHT SERIES

A-FIT

COUNTER SERIES

2 Refrigerator temperature range: -6 ~ +12°C F Freezer temperature range: -23 ~ -7°C [ Refrigerator temperature range: -6 ~ +12°C F Freezer temperature range: -23 ~ -7°C
*.2 ~ +12°C
drleriillaon dplisi it s elitnililes RT-06MA-S RT-126MA-S RT-156MA-S RT-186MA-S
HF-76MA-S HF-126MA-S HF-146MA-S

RT-98MA-S RT-128MA-S RT-158MA-S RT-188MA-S

HR-78MA-S HR-128MA-S HR-148MA-S HR-188MA-S
HF-78MA-S HF-128MA-S HF-148MA-S HF-188MA-S A sed A e il Ui
) - - 1=oVA TR - - FT-98MA-S FT-128MA-S FT-158MA-S FT-188MA-S

Refrigerator: HR

=
| a,

i

Counter Refrigerator: RT

RT-96MA-S

RT-98MA-S

RT-126MA-S
RT-128MA-S

RT-156MA-S
RT-158MA-S

RT-186MA-S
RT-188MA-S

HR-78MA-S HR-128MA-S HR-148MA-S 198 J07L 420l B02L
240W 245W 260W 280W
Storage Capacity 467l SR 10211 1632L Electric Consumption
5691 1053L 12431 240W 245W 260W 280W
900 x 600 x (700 + 100) |1200 x 600 x (700 + 100) | 1500 x 600 x (700 + 100) | 1800 x 600 x (700 + 100
Electric Gonsumption 237TW 343w 843w 433W Bitm: 3 WD (H-+1e6) Him : : : : : : : :
386W 415W 412W 900 x 750 x (700 + 100) | 1200 x 750 x (700 + 100) | 1500 x 750 x (700 + 100) | 1800 x 750 x (700 + 100)
. 700 x 650 x (1900 + 100) |1200 x 650 x (1900 + 100) {1400 x 650 x (1900 + 100) Counter Freezer: FT
Dim.: Wx D x (H + leg) mm 1800 x 800 x (1900 + 100)
700 x 800 x (1900 + 100) {1200 x 800 x (1900 + 100) {1400 x 800 x (1900 + 100) FT-96MA-S FT-126MA-S FT-156MA-S FT-186MA-S
Freezer: HF FT-98MA-S FT-128MA-S FT-158MA-S FT-188MA-S
HF-78MA-S HF-128MA-S HF-148MA-S 1881 8071 420L 8021
415W 410W 415W 400W
SerapeBeapsciy 467L 856L 1011L — Electric Consumption
5691 1047L 12331 420W 418W 415W 400W
900 x 600 x (700 + 100) |1200 x 600 x (700 + 100) | 1500 x 600 x (700 + 100) | 1800 x 600 x (700 + 100
Electric Consumption L GHo SR 917W B =N Bl ek lCgmm ( | ( ) ( ! ( |
469W 700W 740W 900 x 750 x (700 + 100) 1200 x 750 x (700 + 100) | 1500 x 750 x (700 + 100) | 1800 x 750 x (700 + 100)
. 700 x 650 x (1900 + 100) | 1200 x 650 x (1900 + 100) {1400 x 650 x (1900 + 100)
Dim. : W x D x (H + leg) mm 1800 x 800 x (1900 + 100)
700 x 800 x (1900 + 100) {1200 x 800 x (1900 + 100) | 1400 x 800 x (1900 + 100)
*HRF-78MB-S HRF-128MA-S HRF-148MA-S HRF-188MA-S
_ T ]
e o | TN , ! _- ==
EF | F ‘R | R F
| ﬁ-—: ——— :F-—-ﬂ?_i_"'* i
. R R
" ) Sye——-dl =%
S e ¥ =
¥ L]
Dual Temperature: HRF
*HRF-78MB-S HRF-188MA-S
Storage Capacity 540L 862L 1054L 14521
R:260L F:280L R:431L F:431L R:527L F:527L R:980L F:472L
Electric Consumption 478W 727TW 808w 844W
Dim.:WxDx (H +leg)mm | 700 x 800 x (1900 + 100) {1200 x 800 x (1900 + 100) | 1400 x 800 x (1900 + 100) | 1800 x 800 x (1900 + 100)
* Power Supply: 1 Phase / 220-240V / 50Hz * Power Supply: 1 Phase / 220-240V / 50Hz
29 - Operation Conditions: Test Ambient Temperature 5~43°C * Operation Conditions: Test Ambient Temperature 5~43°C 30

* 160mm adjustable leg / castor is available * 1560mm adjustable leg / castor is available
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UPRIGHT PILLARLESS

(5) Refrigerator temperature range: -6 ~ +12°C

HR-148MA-5-ML
HF-148MA-S-ML

F Freezer temperature range: -23 ~ -7°C

Refrigerator (HR-ML) / Freezer (HF-ML)

c=c—>

=

HR-78MA-S-ML HR-128MA-S-ML HR-148MA-S-ML
HF-78MA-S-ML HF-128MA-S-ML HF-148MA-S-ML
. 569L 1053L 1243L
Storage Capacity
569L 1047L 1243L
. . 393w 556W 471W
Electric Consumption
579W 836W 856W

Dim.: Wx D x (H + leg) mm

700 x 800 x (1900 + 100)

1200 x 800 x (1900 + 100)

1400 x 800 x (1200 + 100)

UPRIGHT PILLARLESS + =2l @110 s A dela vy el3] SERIES

(B Refrigerator temperature range: -6°C to +12°C

HR-148MA-S-ML-J
HF-148MA-S-ML-J

F Freezer temperature range: -23°Cto -7°C

DRAIN EVAPORATING TANK

HR-78MA-S-ML-J
HF-78MA-S-ML-J

| —

=

HR-128MA-S-ML-J

HF-128MA-S-ML-J

HR-148MA-S-ML-J
HF-148MA-S-ML-J

. 569L 1053L 1243L
Storage Capacity
569L 1047L 1243L
446W 626W 541W
Electric Consumption
649W 906W 926W

Dim.: Wx D x (H + leg) mm

700 x 800 x (1900 + 100)

1200 x 800 x (1900 + 100)

1400 x 800 x (1900 + 100)

* Power Supply: 1. HR-ML: 1 Phase / 220-240V / 50Hz 2. HF-ML-J: 1 Phase / 230V / 50Hz
* Operation Conditions: Test Ambient Temperature 5~43°C
* 1560mm adjustable leg / castor is available

COUNTER PILLARLESS SERIES

(2 Refrigerator temperature range: -6 ~ +12°C

RT-96MA-S-ML
RT-98MA-S-ML

RT-126MA-S-ML
RT-128MA-S-ML

Counter Refrigerator: RT-ML

A-FIT

F Freezer temperature range: -23 ~ -7°C

RT-156MA-S-ML
RT-158MA-S-ML

RT-186MA-S-ML
RT-188MA-5-ML

RT-96MA-S-ML RT-126MA-S-ML RT-156MA-S-ML RT-186MA-S-ML
RT-98MA-S-ML RT-128MA-S-ML RT-158MA-S-ML RT-188MA-S-ML
. 151L 231L 318L 401L
Storage Capacity
199L 307L 420L 502L
. . 240W 245W 260W 280W
Electric Consumption
240W 245W 260W 280W
Dim. : Wx D x (H + leg) mm 900 x 600 x (700 + 100) | 1200 x 600 x (700 + 100) |1500 x 600 x (700 + 100) | 1800 x 600 x (700 + 100)

900 x 750 x (700 + 100)

1200 x 750 x (700 + 100)

1500 x 750 x (700 + 100)

1800 x 750 x (700 + 100)

Counter Freezer: FT-ML

FT-96MA-S-ML FT-126MA-S-ML | FT-156MA-S-ML FT-186MA-S-ML
FT-98MA-S-ML FT-128MA-S-ML FT-158MA-S-ML FT-188MA-S-ML
. TERIL 231L 318L 401L
Storage Capacity
199L 307L 420L 502L
. ) 415W 410W 415W 400W
Electric Consumption
420W 418W 415W 400W
900 x 600 x (700 + 100) | 1200 x 600 x (700 + 100) |1500 x 600 x (700 + 100) | 1800 x 600 x (700 + 100)

Dim.: W x D x (H + leg) mm

900 x 750 x (700 + 100)

1200 x 750 x (700 + 100)

1500 x 750 x (700 + 100)

1800 x 750 x (700 + 100)

* Power Supply: 1 Phase / 230V / 50Hz
* Operation Conditions: Test Ambient Temperature 5~43°C
* 160mm adjustable leg / castor is available



LOW UNDERCOUNTER SERIES

(i) Refrigerator temperature range: -6 ~ +12°C F Freezer temperature range: -23 ~ -7°C

*2 ~ +12°C
_ 8 RTL-108MA-SD RTL-148MA-SD RTL-188MA-SD

"R‘ | FTL-108MA-SD FTL-148MA-SD FTL-188MA-SD
A= = 2

i s A

. - m\

510

e e e

Low Undercounter Refrigerator (RTL) / Freezer (FTL)

RTL-108MA-SD RTL-148MA-SD RTL-188MA-SD

FTL-108MA-SD FTL-148MA-SD FTL-188MA-SD
Storage Capacity 85L 176L 267L
304W 324W 257TW

Electric Consumption
376W 476W 418W

980 x 750 x (470 + 100) 1400 x 750 x (470 + 100) 1820 x 750 x (470 + 100)

Dim.: W xD x (H + leg) mm

COUNTER SLIDING GLASS DOOR SERIES

[ Refrigerator temperature range: *-2°C to +12°C

*RT-186MA-SSG
*RT-188MA-SSG

*RT-156MA-SSG
*RT-158MA-SSG

*RT-126MA-SSG
*RT-128MA-SSG

§-.

Iy
I

Undercounter Sliding Glass Door Refrigerator (SSG)
*RT-126MA-SSG *RT-156MA-SSG
*RT-128MA-SSG *RT-158MA-SSG

*RT-186MA-SSG
*RT-188MA-SSG

MODEL

) 231L 318L 401L
Storage Capacity
307L 402L 502L
) . 295W 315W 315W
Electric Gonsumption
295W 315W 315W

1200 x 600 x (700 + 100)
1200 x 750 x (700 + 100)

1500 x 600 x (700 + 100)
1500 x 750 x (700 + 100)

1800 x 600 x (700 + 100)
1800 x 750 x (700 + 100)

Dim. : W xD x (H + leg) mm

Model Number Identification

UPRIGHT | UNDERCOUNTER
R - EQMA_ §' i G : Glass Door RTi 12 g MA— §—1 D Drawer
J : Back Side Evaporator S‘IL S‘IIT;SS |1300r
ML : Millionless o H' L‘i”uests
P : Pass Through rgatLint
Series Modification Seties Modification SG: Sliding Glass Door
A-Fit Seties Specifications A-Fit Seties Specifications
Depth None: China Depth None: China
6 : 650mm 8 : 800mm S :Singapore Wjdth 6 : 600mm 8:750mm S :Singapore
Width : 1200mm 10 :980mm (Low Undercounte)
7 700mm 14 : 1400mm 15 : 1500mm 14 :1400mm (Low Undercounter)
12 :1200mm 18 : 1800mm 18 :1800mm 18 :1820mm (Low Undercounter)
HR  : Upright Refrigerator - L rlow Lindercolinter
L— HF  :Upright Freezer L__ RT :Counter Refrigerator
HRF : Upright Refrigerator + Freezer FT : Counter Freezer

* Power Supply: 1 Phase / 220V / 50Hz
* Operation Conditions: Test Ambient Temperature 5~38°C for drawers and 28°C for sliding glass door series
33 *150mm adjustable leg / castor is available

MAIN FEATURES

[ |
Test Ambient = @
Temperature

- oy

|

Strong Refrigeration
Designed to operation in tropicalised
43°'C Cambient conditions.

Digital Display

[ R

Auto-close within 45
Automatically Door-closing
design with 700,000 tests.

Drain Heater

Standard easy install drain pan for
upright models & built-in for
undercounter models.

X‘g

:

Front-out air flow

u

Compact Refrigeration Unit

the back.

CUSTOM MADE ITEMS

Back Guard

Bakery Sheet Pan

* Power Supply: 1 Phase / 220V / 60Hz
* Operation Conditions: Test Ambient Temperature 5~43°C
* 150mm adjustable leg / castor is available

Mg

Front-in & Front-out air flow
No need to leave space on

Pass Through Doors

Better Cooling Capability
-6°C refrigerator &
-23°C freezer.

Hygienic Design
Dished stainless interior
and base with rounded
edged for easy cleaning.

Built-in Stainless Steel
Handle

Easy Cleaning
Removable door gaskets for
easy cleaning without tools.

i
o]
L

Table Top Opening

LED Light

34



SHOWCASE FRIDGE

[0 Refrigerator temperature range: 2 ~ +12°C

DUAL TEMP. COUNTER / FISH DISPLAY

[0 Refrigerator temperature range: -6 ~ +12°C F Freezer temperature range: Below -25°C ~ -7°C

35

S8B-48DT

SSB-70DT

SSB-70D

[ !

SSB-85DTL

SSB-85DL

Mini Display Case: SSB

RFT-120SNG-1
RFT-120SDG-1

Dual Temperature Counter: RFT

RFT-120SNG-1
RFT-120SDG-1

RFT-150SNG-1
RFT-150SDG-1

RFT-150SNG-1

RFT-150SDG-1

RFT-180SNG-1
RFT-180SDG-1

RFT-180SNG-1
RFT-180SDG-1

. R: 106L / F: 114L R: 151L / F: 159L R: 252L / F: 144L
SSB-48DT SSB-85DTL SSB-85DL SSB-70DT SSB-70D Storage capacity
; R: 139L/F: 151L R: 197L/ F: 209L R: 330L / F: 189L
Storage capacity 136L 173L 220L 206L 265L o e e D
Temperature 2~ 206 Duel temperature counter
- - F: Below -25°C ~ -7°C
Electric consumption 160W
) ) 498W 502W 511W
Power supply 1/100V / 50/60Hz Electric consumption
498W 502W 511W
Dim.:Wx D x (H + leg) mm | 485x450 x (1355 + 55) | 850 x 450 x (1025 + 55) | 850 x 550 x (1025 + 55) | 700 x 450 x (1355 + 55) | 700 x 550 x (1355 + 55)
Power supply 1 /100V 50/60 Hz
. 1200 X 600 X (700 + 100) 1500 X 600 X (700 + 100) 1800 X 600 X (700 + 100)
Dim.: Wx D x (H + leg) mm
1200 X 750 X (700 + 100) 1500 X 750 X (700 + 100) 1800 X 750 X (700 + 100)

RTS-90STD

RTS-100STD

RTS-120STD

450mm(D) Sliding Glass Door Counter: RTS

RW-120SNCG-ML

RW-150SNCG-ML

RW-180SNCG-ML

MODEL RTS-90STD RTS-100STD RTS-120STD
Storage capacity 128L 149L 190L
Temperature 2~12°C . . g .
Fish Display Refrigeator (Pillarless): RW
Electric consumption 139W

Power supply 1 /100V / 50/60Hz

RW-120SNCG-ML

RW-150SNCG-ML

RW-180SNCG-ML

Dim. : W x D x (H + leg) mm 900 x 450 x (700 + 100) 1000 x 450 x (700 + 100) 1200 x 450 x (700 + 100) Storage capacity 138L 196L 253L
Temperature -6°C ~ 12°C
Electric consumption 194W | 209W 223W

* Power Supply: 1 Phase / 100V / 50/60Hz
* Operation Conditions: Test Ambient Temperature 5~30°C

Power supply

1/100V / 50/60Hz

Dim. : W xD x (H + leg) mm

1200 x 600 x (700 + 100) |

1500 x 600 x (700 + 100)

1800 x 600 x (700 + 100)

* Power Supply: 1 Phase / 100V / 50/60Hz
* Operation Conditions: Test Ambient Temperature 5~35C

W - :s.-&1
&
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HIGH HUMIDITY REFRIGERATOR

3 Refrigerator temperature range: -6 ~ +12°C

Main Features

e No airflow inside the chamber producing high humidity.
e Humidity level always keep over 85% inside the fridge.

e Prevent food surface drying, enable to maintain its
weight and quality.
e Foods can stay fresh and extend their life time.

Good humidity control prevents moisture loss

Before 3 days after

Maintain approx

98.7%

Before 3 days after

Maintain approx

89.7%

P Fan motor
' - ' A'7|— Air return

—— Air flow out

—— No airflows
inside
the chamber

BLAST CHILLER / SHOCK FREEZER

Main Features

® Able to cool or freeze vegetable and meat rapidly.

* Minimise the loss of moisture and shrinkage occurs during
the cooling period.

o Rapid chilling allows foods retain their original quality.

e Rapid chilling gives bacteria less time to grow, it reduces the
risk of contamination.

e Rapid freezing allows business more flexible, dishes can be
prepared well in advance.

Temperature range: -40 ~ +30°C  and Center temperature: -30 ~ +30°C

General Fridge @ High Humidity Fridge

3 Frozen levels are available for different food textures

Temperature below 3°C

Soft food: )},e‘r A Hard food:
-

Gently frozen N % | Moderately

at -1°C R | frozen at -20°C

Juicy food:

Rapidly frozen
at max. -40°C
with cold air.

Functions General Fridge High Humidity Fridge
Center temperature variation 5~6°C 2°C
Humidity level Approx 60% Approx 85%
L Airflow speed 3m/s Om/s
HCR-120A-ML
HCR-75A HCR-150A-ML
.—l?; - e
I
e e B

Upright Pillarless: HCR v
MODEL HCR-75A HCR-120A-ML HCR-150A-ML
Storage capacity 520L 911L 1173L
Temperature -6 ~ 12°C
Humidity 85% or above
Electric consumption 280W | 546W | 550W
Power supply 1/ 100V 50/60Hz
Dim. : Wx D x (H + leg) mm 750 x 800 x (1820 + 90) \ 1200 x 800 x (1820 + 90) | 1500 x 800 x (1820 + 90)

* Power Supply: 1 Phase / 100V / 50/60Hz
* Operation Conditions: Test Ambient Temperature 5~35C

Under Max. up_ to -40 CVCoId- [

Trareai
r14 \

== |
HBC-6TB3 - ' HBC-6B3 ..
1 -

AR

iz

HBC-12B3 .. |

i l’

MODEL HBC-6TB3 HBC-6B3 HBC-12B3
Power supply 3 /200V / 50/60Hz
Electric consumption 1060W ‘ 1430W 1920W
Number of GN insertion 6x1/1 GN 12x1/1 GN
Dim.: W x D x (H + leg) mm 1200 x 750 x (700 + 100) ‘ 840 x 880 x (1335 + 90) 840 x 880 x (1765 + 90)

* Power Supply: 3 Phase / 200V / 50/60Hz
* Operation Conditions: Test Ambient Temperature 5~35TC
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COMBI OVEN

Main Features THREE COOKING MODES

e | arge digital displays.

e Simple operation by selecting mode, HOT AIR
temperature and time control.

e Adjustable hot air for multiple cooking.

e Foods can be cooked precisely and

minimize wastage. Temperature range Temperature range
30 ~130°C 30 ~ 300°C

Multiple Cooking:

STEAM VEGETABLE

a™N\ - . &
SAUTEING AIR FRY

MIC-10SC3

MIC-5TC3 MIC-6SC3

MODEL MIC-5TC3 MIC-6SC3 MIC-10SC3
Max storage bin capacity (L) 83L 145L 2221
Power supply 3/200V / 50/60Hz
Electric consumption 5.9/ 5.9KW 10.1 /10.1KW 18.5/18.5KW
Dim.: W x D x (H + leg) mm 750 x 560 x (620 + 90) 900 x 770 x (686 + 90) 900 x 770 x (986 + 90)
Number of GN insertion 5x2/3 GN 6x1/1GN 10x1/1 GN

* Power Supply: 3 phase / 200V / 50/60Hz

39 * Operation Conditions: Test Ambient Temperature 5~35°C 40




VACUUM PACKING MACHINE

Main Features '
e No freezer burn. o
e Keep food safe, fresh and lasts longer.
e Foods can be divided into meal-sized portions that can save cost.
e Prevent the growth of mold or bacteria.

¢ Remove most of the oxygen, preventing chemical reactions
triggered by oxygen.

e Hot food packing (65°C - 95°C) is allowed.

Fresh meat can last longer Spare more storage space

VACUUM PACK BEFORE AFTER

HPS-200B-HP

HOTHPACK -

HPS-300B-HP

MODEL HPS-200B-HP HPS-300B-HP HPS-400B3-HP
Power supply 1/100V / 50/60Hz 3/200V / 50/60Hz
Electric consumption 900w 950W 1500W

Max. bag size (mm) 230 (W) x 320 (L)

350 x 455 x (317 + 20)

300 (W) x 450 (L)
420 x 570 x (355 + 20)

400 (W) x 600 (L)
520 x 725 x (442 + 20)

Dim. : W x D (H + leg) mm

* Power Supply: HPS-200B-HP & HPS-300B-HP: 1 phase / 100V / 50/60Hz
HPS-400B3-HP: 3 phase / 200V / 50/60Hz

41 - Operation Conditions: Test Ambient Temperature 5~35C

Main Features

® 30-40 minutes per washing cycle.

e Automatic stop timer to set washing time.
e Compact and space saving.

e Strong washing power.

BEFORE WASHING

BBQ NET WASHER

GAC-70A

MODEL GRC - 35B GRC - 55C GAC - 70A
Power supply 1/100V / 50/60Hz
Electric consumption 270W 390W 475W

Maximum 390 x 250mm or
Number of net wash per cycle

©260mm x 7pcs per cycle

Maximum 390 x 300mm or
@300mm x 22pcs per cycle
@300mm x 15pcs per cycle

Tank capacity 35L

55L Approx 70L

Washing Time 30-40 min / cycle

30-40 min / cycle 60 min / cycle

Number of net washing / cycle 7pcs / cycle

15pcs / cycle 22pcs / cycle

Dimension (W x D x Hmm 678 x 532 x 980~1015

764 x 604 x 1084~1119 800 x 600 x 1080~1090

* Power Supply: 1 phase / 100V / 50/60Hz
* Operation Conditions: Test Ambient Temperature 5~35°C
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« UNIQUE Triple washing arm design
* HIGH cleaning performance

- LOW water and energy consumption
- SPEEDY wash cycle

DISHWASHER

Door Type Dishwasher Triple washing arm

High washing power & Strong rinsing
capability

e Hoshizaki triple arm nozzles enable 3 washings in 1 rotation. It
enhances a thorough coverage and enable to wash almost every
corner of dishes.

® A high-pressure pump thoroughly rinses all the dishes.

* Imported high circulation water pump motor and high-pressure rinse
pump motor provide intensive jets for powerful cleaning. It can
remove sticky stains and minimize detergent residue.

® Sloping ceiling leaves no rinsing water which prevent recontamination Sloping ceiling
of dishes.
Upper wash
spray arm
Upper rinse

Washing cycle time: Approx 64 seconds

Washing 48 sec. Rinsing 10 sec.
WaterTemp. 65 °C WaterTemp. 85°C  J

MODEL HW-600A

Power Supply 3 Phase 4 -wire 380V 50Hz

Heater 3.0kW (Wash) | 12kW (Rinse)
Capacity 48 Racks / Hour
Rack Size 500 x 500mm
Cycle Time 64s (Wash 48s, Dwell 5s, Rinse 10s, Dwell 1s)
Wash System Upper and Lower Rotary Arms
Temperature 65°C (Wash) | 85°C (Rinse)
Dim. : W x D X (H + leg) mm 615 x 718 x (1355 + 130 Legs)
615 x 718 x (1825 + 130 Legs) Door Open

* Power Supply: 3 Phase / 380V / 50Hz



frequent door openings.

The range is designed to maintain the most natural level of humidity

and food-safe temperatures, even during peak serving times with i

HNC-120BE-L/B
HNC-150BE-L/B
HNC-180BE-L/B
HNC-210BE-L/B

upper cooling pipe

Hoshizaki refrigerated display cases combines innovative features ()
with a modern and elegant design, and are configured to highlight
and preserve the freshness of even the most delicate fish types. large diameter lower

150mm

evaporator with fin plating
— \

Il —

. Tubular-shaped evaporator absorbs the heat continuously.

Condensation freezes on its external surface, maintaining
an aftractive frost layer with no dripping.

. Practical anti-slip top, ideal for placement of serving dishes.
. Sliding door are easily disassembled and removed for daily

cleaning.

. Curved glass for optimal visual contact with the displayed food.
5. Lightweight ABS trays with a wave-shaped profile, removable

for easy cleaning.

. The condensing unit of all our models sit either on the

right-or left-hand side, with the outflow of air positioned on
the sides away from the operator.

HNC-120BE-R/B
HNC-150BE-R/B
HNC-180BE-R/B
HNC-210BE-R/B

Electricity Consumption 150W 150W 150W 150W
Capacity 421 57L 72L 87L
Outside Dim. (WxDxH)mm 1200 x 345 x 270 1500 x 345 x 270 1800 x 345 x 270 2100 x 345 x 270
Inside Dim. (WxDxH)mm 845 x 288 x 157 1145 x 288 x 157 1445 x 288 x 157 1745 x 288 x 157
Glass Sliding Door (WxD)mm 2pcs (435 x 172) 4pcs (293 x 172) 4pcs (368 x 172) 4pcs (443 x 172)

Q—

* Power Supply: 1 Phase / 220V / 50Hz
* Operation Conditions: Test Ambient Temperature 27°C
* Refrigerator display case - Not for overnight storage.
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Always serve fresh and hot miso soup
in consistent taste with ONe push of button.

47

MISO SOUP DISPENSER

DONE

Place the cup, add favorite toppings Press button

Speedy operation

Simple to replace soup bag

» Release the air outside

One serve takes only 4 seconds (Approx 170ml) -+ Hook the holes on the premix package on the hanger

Flexible enough to accommodate - Easy operation

at peak hours

Approx. 80 (10 seconds per cup

cups

Approx. @ (30 seconds per cup)

Approx. GalERY (70 seconds per cup)

- LED display indicates water temperature
and water level

)

- Temperature, salt level and serving size
can be adjusted.

* Based on 150ml / cup, hot water temperature 75°C or above

MODEL ‘ DL-1HTF
Electric Consumption 1040W
Liquid Gircuit 1 Circuit
Hot Water Tank 15L

Temperature Control

Tank water Temp: Adjustable 82 - 92°C

Diemensions (mm)

301(W) x 501(D) x 662(H)

* Power Supply: 1 Phase / 220V / 60Hz

* Operation Conditions: Test Ambient Temperature 5~35C



Our Automatic Dual Tap Beer Dispenser with a foaming mechanism. The hands-free portion control allows a preset
quantity of chilled draft beer and foam to be served. Always at the prefect temperature and with just the right

amount of foam.

=y

. Press once to dispense.
2. Tilt-pouring to ensure perfectly poured

3. Portion size can be pre-set to pour same quantity every time.

No overflow of beer.

4. Amount of foam can be set and adjusted for both taps individually.
5. Ambient temperature beer is cooled down as it flows through the beer

circuits.

6. Two beer circuits allow two different types of beer can be connected

and poured simultaneously.

Empty-Keg-Alert

o ©wN

Refrigeration System

The display shows the number of beers poured.
Switchable automatic or manual dispense mode.

. Adjustable platform to accommodate two different glass heights.
(Medium glasses size: 135-200mm. Large glasses size: 155-240mm)

Our beer tap has separate nozzles for
dispensing beer and beer foam. The
creamy foaming is designed to dispense
the ultimate creamy beer foam. It keeps
the CO, gas in the beer to keep freshness
and reduces the bitter taste of beer.

DBF-AS65WE-T

beer.

Instant Cooling System

Dispensing Capacity

65L (30°C - > 8°C / 4hr)

Electric consumption

345W

Ice Storage Time

Approx 10hr (Initial Cooling Water Temperature 25°C)

Weight

50kg (Net weight)

Outside Dimension (mm)

367 (W) x 674 (D) x 764 (H)

* Power Supply: 1 Phase / 220-240V / 50Hz
* Operation Conditions: Test Ambient Temperature 5~32°C
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BEER DISPENSER

Main Features

® Stainless steel sleek attractive outlook
® Compact high performance and totally enclosed design
® Dispense cold beer directly from ambient kegs

* Unique beer taps with separate nozzles for dispensing beer and
creamy beer foam.

Compact Design Instant Cooling System

Able to cool room temperature beer to ideal
serving temperature rapidly.

NN

Refrigerant
pipes

NNNNN

Below
8°C

i Ice / Iced water

« Beer at room
temperature

T NIRRT
2

3
F\\ SANNNN
NN
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DBF-258AC DBF-40SAC DBF-40WAC(-SU)

MODEL DBF-25SAC DBF-40SAC DBF-40WAC(-SU)

Electric Consumption 196W 210w

Beer Circuit 1 1 ] 2
Ice Making Time 5 hours 8 hours

Dispensing Capacity 251 40L

Ice storage Capacity 4L 8L

Dimension (mm) 255(W) x 587(D) x 460(H) 330(W) x 646(D) x 510(H)

* Power Supply: 1 Phase / 220-240V / 50Hz

51 + Operation Conditions: Test Ambient Temperature 5~32°C

CARBONATED LIQUOR DISPENSER

One pull of the lever delivers Soda Water, Carbonated Liquor and Beer

| Soda Water
Carbonated Liquor
| B
Liquor =

Features & Benefits

. ® By making high pressure, carbonated water
constantly available

* Perfectly chilled with ice bank inside
. * Highly carbonated, perfectly bubbly

* Always have same ratio of spirit to soda
: ; i : : : * Make sure you get the dilution perfect
Beer Soda Water

DS-25SLD  DS-25WLD DLC-35SLD-B DLC-60SLD-B DS-25SLD DS-25WLD DLC-35SLD-B DLG-60SLD-B
Power Supply 1/100V / 50/60 Hz

Electric Consumption 295W 295W 295W 300W
Output / Soda Water v v Ve W4

Daily | v (251L) v (25L) v (35L) v (60L)
Bapacily Beer X X v 350 v (60L)
Beverage Circuit 1 2 1 1

Beer Circuit 0 0 1 1

Table Top Machine

s Diselfi leg] mm 260 x 580 x (621 +39) | 260 x 580 x (621 +39) | 260 x 580 x (621 +39) | 400 x 630 x (650 +50)

Undercounter Machine

A DiEisJeg) mm 260 x 496 x (621 +95) | 260 x 496 x (621 +95) | 260 x 540 x (621 +95) | 400 x 592 x (650 +75)

* Power Supply: 1 Phase / 100V / 50/60Hz
* Operation Conditions: Test Ambient Temperature 30°C 52
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JEWA

—HEEA

BAERKHE

Japan Bectrolyasd Viater Assoclaron

ERES 141158

Hoshizaki is a regular member of
the JEWA (Japan Electrolyzed Water Association)

SEE VIDEO

Electrolyzed water is produced by
combining ordinary tap water, a mild salt solution and
an electric current. A cathode and an anode in the
electrolysis unit cause the water molecules to divide
into positive and negative ions resulting in alkaline
cleaning water and acidic sanitising water. It contains
no additives, fragrance or other harsh chemicals.

The system can

used to wash hands; clean and disinfect food, vege-
tables, meat and fish; sanitise tables, equipment, all
hard surfaces and wash floors. It requires no storing,

replace many chemicals currently

mixing or special disposal.

Acidic Electrolyzed Water

Acidic water Alkaline water

| Alkaline Electrolyzed Water

Sanitizing Cleaning
Functions An effective, quick contact anti-bacterial sanitiser for | A multi-purpose detergent and degreaser used to
hard surfaces, hands and food contact applications. remove dirts, dissolve protein, fats and oils.
High concentration of Hypochlorous Acid (HCIO) Slight amount of Sodium Hydroxide (NaOH)
- : * Proven effective against many pathogens, bacteria, + Sodium hydroxide is the compound found in soap
Contains & Properties . . .
viruses, fungi and spores rapidly products
« Up to 80 times more effective than chemicals » It is food safe for produce wash
Chlorine concentration \F:v%);%% _%%r;%//l;% NIL
pH ROX: 2.7 or lower ROX: 10.5 or higher
WOX: 2.7 -5.0 WOX: 8 - 10 (low washing effect, drain out)
Disinfecting and sterilizing: + Dissolve protein, emulsify oils and fats (eg cutting
* Foodstuffs, such as raw agricultural products and board, kitchen utensils, food processing surfaces
food contact surfaces (eg fresh fruit, vegetable, fish, and floors etc)
o poultry and shell eggs) Removing dirts before sterilization
Applications * Hand rinsing Neutralization after sterilization with acidic
* Equipment electrolyzed water
* Kitchen utensils
* All hardware surfaces including stainless steel and
glass (eg tables, bathrooms, door handles etc)
* Produce on-site, always available on demand.
* Reduce handling in ordering, transportation and storage of concentrated chlorine solution.
* Environmentally friendly, reduce disposal of plastic bottles.
Benefits * No chemical, less adverse impact on the environment and human body.
* Reverts to normal water after use, without releasing large amount of harmful gas, such as chlorine.
* Low operating cost (only Water + Salt + Electricity).
* Flexible to use - Able to keep into spray bottle(stable up to 7 days) , can be used anywhere.
P Even at a low chlorine concentration, acidic electrolyzed
~ Antiseptic power

i

water exhibits high antiseptic

Hypochlorous acid (HCIO) contained abundantly in acidic electrolyzed =D

water exhibits high antiseptic power at a lower concentration comparing
to hypochlorite ions (CIO") contained abundantly in sodium hypochlorite.
* *Guidelines on Handling of Sodium Hypochlorite” (1981), Japan Water Works Association

Acidic electrolyzed water can be Sodium hypochlorite requires
achieved by short-time treatment long-time treatment at a high
at a low chlorine concentration.

& O
e

Comprised mainly of hypochlorous Comprised mainly of hypochlorite

acid (HCIO) in molecular form

—
o
[=]

chlorine concentration.

. &

Available chlorine concentration (%)

power.

iagram of chlorine equilibrium in water
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Acidic pH value Alkaline

o

-

:
@J é@ = Concentrations required for obtaining the same level of

antiseptic effect

Acidic electrolyzed water | Sodium hypochlorite

ions (CIO") in ion form

Avallable chlori
‘gnceﬁt[;at%’;"e 10to 80 mo/kg 100 to 200 mg/kg
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Easy Operation for
Your Daily Sanitary Management

An effective, quick contact anti-bacterial sanitizer for hands, food
contact, utensils, kitchen equipment and all hard surfaces.

Main Feature

e Compact sleek design

e Up to 4L / min output with “HI” mode

e Sanitary touch-less operation

e Environmentally friendly & economical to operate (Minimize waste
alkaline by producing strong acidic electrolyzed water).

Disinfection and sterilization for hands, food surfaces, kitchen utensils, equipment and all hard surfaces
(including stainless steel and glass etc.) Remove toilet and pets odors by disinfecting the areas.

Remark: Acidic water put into spray bottle can keep up to 7 days.

Installation

It can be wall-mounted, over or under the
sink, which is easily installed into new sites
or retro-fitted into existing sites.

MODEL WOX-40WA-EW

Amperage 2.0/2.0A
Electric Consumption 170/170W

Sanitizing Water : 4.0L / min or less

Production Rate

T Cleaning Water : Drained

Available Chlorine Sanitizing Water : 5-60mg / kg
pH Sanitizing Water : 5.0 or less
Outside Dimensions (mm) 285(W) x 145(D) x 335(H)

55  * Power Supply: 1 Phase / 220-2400V / 50/60Hz

WATER ELECTROLYZER

HOSH IZAK' ,S ROX / WOX is an integrated system that can have as few or as many outlets

as require so that electrolyzed water is always available on demand. Systems can range from a single,
over-sink model, through to large plant configurations for hospitals, hotels and other large facilities.

MODEL ROX-10WB3-EW ROX-20TB2-EW ROX-60SA-EW WOX-40WA-EW

=

|

Product

i
-

AT

Dispensing Sanitizing (Acidic water)
Sanitizing (Acidic water)
electrolyzed water Cleaning (Alkaline water)

>
-,
o i

approx. 0.7-1.5L/min approx. 1.5-3.0L/min approx. 3.0-6.0L/min approx. 1.5-4.0L/min

Cleaning water Cleaning water Cleaning water

approx. 0.7-1.5L/min approx. 1.5-3.0L/min approx. 3.0-6.0L/min

Flow rate

* Cleaning water drained

Sanitizing water Sanitizing water Sanitizing water Sanitizing water

Available chlorine min. 10mg/kg

p
approx. 10.5-11.0 approx. 3.0-5.0

Applications

N

Food Processing Factory /
Central Kitchen

School & Educational Institutions Property Management

* Power Supply: 1 Phase / 220-2400V / 50/60Hz
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Our Business Partners:

OTHER
Maruzen

COOKING EQUIPMENT &
ACCESSORY

Frye
i P.59

Gyoza Cooker
P.61

Noodle Boiler
P.61

Electric Griller
P.62

Electric Steamer
P.62

T

(A%) HIGO-GRILLER.

-GHLby

<

Electric Griller
P.63
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FRYER

Maruzen

Electric Fryer

*Gas fryer is available

e Qil temperature and frying time can be set.

® Compact design and space saving.

® Popular used in banquet, cooking demonstrations and events.

MEF-M8T-SP

MEF-3TAE-SP

MEF-5TAE-SP

MEF-5TE-SP

MEF-8TE-SP

MEF-10TE-SP

MEF-10TPD-SP

MEF-10TPWD-SP

External dimension (mm)

MEF-13E-SP

(o]] amount Power
consumptlon (kW)

MEF-13FE-SP

Mini fryer MEF-M8T -SP 255 475 195 8
Mini fryer MEF-M8FT-SP 255 475 195 8
MEF-3TAE-SP 220 400 200 3 1 .3
MEF-5TAE-SP 300 420 200 5 1.8
Tabletop type MEF-5TE-SP 300 420 200 5 1.8 v 228;_'2240\’ !
MEF-8TE-SP 300 470 250 8 3.4
MEF-10TE-SP 330 500 250 10 4.5
Tabletop fast food type MEF-10TPD-SP 315 600 260 10 3.0
MEF-10TPWD-SP | 620 600 260 10x2 6.0
MEF-13E-SP 350 600 800 13 4.8
MEF-18E-SP 450 600 800 18 6.4
MEF-23E-SP 550 600 800 23 8.0
Regular type MEF-27E-SP 620 600 800 27 10.0 3 /380-415V/
MEF-13WE-SP 700 600 800 13x2 9.6 50Hz
MEF-18WE-SP 900 600 800 18x2 12.8
MEF-23WE-SP 1,100 600 800 23x2 16.0
Fast food type MEF-13FE-SP 350 600 800 18 4.8

* Power Supply: Mini and Tabletop Fryer: 1 Phase / 220-240V / 50/60Hz

59 Regular Type and Fast Food Type: 3 Phase / 380-415V / 50/60Hz

& MNaruzen

Electric Tempura Fryer R

e Qil and energy saving.

e Qil temperature and frying time can be set}//

e Easy to clean flatted oil tank.

MEF-T18B-SP v ' >
External dimension (mm) Power
MEF-T18B-SP 450 600 800 3/380-415V /

MEF-T27B-SP 650 600 800 1 8 7.0 50Hz

Electric Continuous Automatic Fryer (Small)

*Gas continuous fryer is available

¢ Easy to manage continuous cooking and large volume of fried food.
e Microcomputer controls oil temperature, frying time and the conveyor speed.
* Qil temperature can be adjusted from 60°C to 220°C.

* 30 cooking menus can be stored in the microcomputer control.

(Tabletop)

MEFR-12R-SP MEFR-15R-SP
MEFR-12L-SP MEFR-15L-SP

External dimension (mm) | Conveyor Power
“ width (mm) amount (4] consumptlon (kW)

MEFR-09R-SP
MEFR-09L-SP

MEFR-09TR-SP
MEFR-09TL-SP

MEFR-09TR-SP / MEFR-09TL-SP 985 670 |[350(1,040) 2~15
MEFR-09R-SP / MEFR-09L-SP | 985 670 [800(1,490) 2~15 8 5 1/220-240V /
MEFR-12R-SP / MEFR-12L-SP | 1,285 | 670 |800(1,490) 330 2~15 10.9 50Hz
MEFR-15R-SP / MEFR-15L-SP | 1,585 | 670 |800(1,490) 330 2~15 13.9
* Power Supply: Electric Tempura Fryer: 3 Phase / 380-415V / 60Hz
Electric Continuous Automatic Fryer: 1 Phase / 220-240V / 50Hz 60



GYOZA COOKER / NOODLE BOILER
& Maruzen

Electric Auto Gyoza Cooker

*Gas auto gyoza cooker is available

“*’ﬁ‘ -

Unigue Maruzen heater enables the pan heated and grills the food evenly ‘

=)

N,

MAZE-4-SP MAZE-44-SP MAZE-46-SP MAZE-66-SP

m External dimension (mm) Pan dimension (mm) Power
| Fixedd | Remouable i W [ D [ H_[Heighiback W [ D W | D |consumstion kW)

MAZE 4-SP | MAZE-4S-SP 300 | 600 | 285 150 220 | 330

MAZE-6-SP | MAZE-6S-SP 410 | 600 | 285 150 330 | 330 | - 2 1/ 920-240V /
MAZE-44-SP| MAZE-44S-SP | 600 | 600 | 285 150 220 | 330 | 220 | 330 6.0 50Hz
MAZE-46-SP | MAZE-46S-SP | 710 | 600 | 285 150 220 | 330 | 330 | 330 7.5

MAZE-66-SP | MAZE-66S-SP | 820 | 600 | 285 150 330 | 330 [ 330 | 330 9.0

Electric Noodle Boiler

*Gas noodle boiler is available

MREY-04-SP MREY-06-SP MREY-06D-SP MREY-03-SP MREK-045T-SP MREK-065T-SP
(Table Top Ramen Boiler)

External dimension (mm) No. of Tank Power
-!I--E--I-IEEEI baskets | capacity (I) | consumption (kW)
28 6.4

MREY-04-SP 150 4
MREY-06-SP 450 600 800 150 6 40 9.0 3/380-415V/
MREY-06D-SP 450 750 800 150 6 40 9.0 50Hz
MREY-03-SP 255 600 800 150 3 20 4.5
MREK-045T-SP 450 530 300 150 4 21 4.6 1/220-240V /
MREK-065T-SP 600 530 300 150 6 30 6.9 50Hz
* Power Supply: Electric Auto Gyoza Cooker: 1 Phase / 220-240V / 50Hz
61 Electric Noodle Boiler: 3 Phase / 380-415V / 50Hz

Electric Noodle Boiler (Table Top): 1 Phase / 220-240V / 50Hz

GRILLER / STEAMER
& MNaruzen

Electric Multipurpose Griller

MEGM-057C-SP MEGM-077C-SP MEGM-087C-SP
*MEGM-H057C-SP *MEGM-HO77C-SP *MEGM-H087C-SP

External dimension (mm) dim:l?sizlr?t(:nm} M Power Ter:‘[:::::l:lure
consumption (kW)

W D [ H Bk W_| D | G EG]
MEGM-057C-SP 540| 700 | 300 | 150 | 340 | 350 Iron 6mm 4.0
*MEGM-HO057C-SP| 540 | 700 | 300 | 150 | 340 | 350 |Cladsteel| 11mm 4.0
MEGM-077C-SP 700| 700 | 300 150 | 500 | 350 ron 6mm 6.0 1/220-240V/ 50~300
*MEGM-HO77C-SP| 700 | 700 | 300 | 150 | 500 | 350 |Cladsteel| 11mm 6.0 50Hz
MEGM-087C-SP 820 | 750 | 300 | 150 | 620 | 400 Iron 6mm 7.2
*MEGM-H087C-SP| 820 | 750 | 300 | 150 | 620 | 400 |Cladsteel| 11mm 72

Electric Tabletop Steamer

MUSE-044T1-sp ~ MUSE-044T4-SP MUSE-055T1-SP MUSE-055T9-SP MUSE-A055T1-SP MUSE-A055T9-SP

External dimension (mm) Usable steamer basket |No. of steam Power
. Power
dimensions (mm) holes consumption (kW)
MUSE-044T1-SP 300~330
390 400 270

MUSE-044T4-SP ©®150 mini Chinese basket 4 1.35kW
MUSE-055T1-SP 500 390~420 1 1/220-240V /
MUSE-055T9-SP S5 200 @®150 mini Chinese basket 9 A5kW 50Hz
MUSE-A055T1-SP 510 390~420 1
MUSE-A055T9-SP ®150 mini Chinese basket 9
Optional: steam hole cap. Contact us for details.
* Power Supply: 1 Phase / 220-240V / 50Hz 62
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ELECTRIC GRILLER (UNIVERSAL TYPE)

12

Syl

R0 Gt

Main Features

® Quick heating up to 850°C in just 90 sec.

® Smokeless even if grill a juicy Kebab.

¢ Individual heating system - Three fire grates with 3-staged

temperature control switch.

%) HIGO-GRILLER.

3P-215C

3P-210C 3P-212C 3P-215C 3P-218C 3P-221C 3P-221WC
Heating surface 520 X 270 610 X 270 690 X 300 820 X 300 820 X 350 1000 X 300
Capacity (kW) 10.2 12.0 15.0 18.0 21.0 21.0
Supply voltage 3 Phase / 380V / 50/60Hz
Heating 3 Self-contained heating
Water supply and Drain water Water supply - 1/2 Drain and overflow - 1
Heat Control Each face 3 stage switch
Rated Current (A) 16/15 19/18 23/22 28/26 32/31 32/31
Dimension (W x D x H) mm 720 x 550 x 350 | 810x550x380 | 890 x550x380 | 1020 x 550 x 380 | 1020 x 600 x 380 | 1200 x 550 x 380
Weight (kg) 140 152 178 198 233 229

* Power Supply: 3 Phase / 380V/400V / 50/60Hz

WATER FILTER
MESISUL.

Main Features
® Slim and space-saving.

® Thoroughly removes odour and impurities with two types of
activated carbon.

® EFasy installation, easy replacement with the quick-joint.

® Compatible with parallel systems.

MODEL F-1 F-1Z

Filtration Flow Rate 5.0 L/minute 4.0 L/minute

Non-woven fabric, granular coconut
shell activated carbon, fibrous
activated carbon, hollow fiber membrane

Non-woven fabric, granular coconut
shell activated carbon, fibrous
activated carbon

Filter Materials

Free Residual Chlorine Filtration Capacity 50,000 L 20,000 L
(Tested water concentration: when 2.0 mg/L) (80% removal rate) (80% removal rate)
Turbidity Filtration Capacity 20,000 L

(Sampled water concentration: 2 degrees) (50% filtration flow rate)
0.10 t0 0.75 MPa

Hydrostatic Pressure 1.75 MPa

Weight (when full) 0.7 kg (1.4 kg)

50,000 L or within 12 months
(when using 130 L a day)

Operating Water Pressure

0.7 kg (1.3 kg)

20,000 L or within 12 months
(when using 50 L a day)

Filter Material Usable Life

35°C
G1/2 (quick-joint)
78 diameter x 272 height

Maximum Operating Temperature

Piping Connector Size

Cartrige Size (mm)

Remarks:

* Filtration capacity is a test result calculated using JIS S 3201. Testing methods for household water purifiers.

* These cartrides don’t soften hard water and are intended for use with tap water that contains more than 0.1ppm chlorine.
* Please be sure to install a pressure regulator before the water purifier if water hammering occurs.

* For the purposes of improving this product, we reserve the right to make changes to it without notification.
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