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Item: _________________________________________ 

Quantity: _________________________________________ 

Project:  _________________________________________ 

 

Model:  HZC-C408B 
Dimension (WxDxH):  500 x 620 x 300 mm 
Glass-ceramic plate:  Ø400 x 6 (Tk) mm 

Power control:  5-level 
Electric loading:  380V / 50Hz / 3ph+N, 8kW 

Specifications 

 
 
model: HZC-C408B 
 Patented open-fire simulation and voltage control 

(patent no.: ZL 2014 1 0805681.9) 

 Patented coil mounting rack design (patent no.: ZL 
2015 1 0428363.X) 

 IPX4 waterproof design to protect against water splash, 
grease and insect 

 One piece deep drawn 1.5mm (Tk) SUS304 stainless 
steel top 

 Ø400mm x 6mm (Tk) glass-ceramic plate, suitable for 
Ø483mm (19”) Chinese wok 

 5 levels of power control with light indicator 
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項目： ____________________________________________ 

數量： ____________________________________________ 

工程：  ____________________________________________ 

 

型號：  HZC-C408B 
尺寸 (闊 x 深 x 高)： 500 x 620 x 300 毫米 

陶瓷玻璃板： Ø400 x 6 (厚) 毫米 
火力控制： 5 段 

電量： 380V / 50Hz / 3ph+N, 8kW 

產品規格 
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型號：HZC-C408B 
 明火仿真控制專利技術 (專利號：ZL 2014 1 

0805681.9) 

 線圈盤專利設計 (專利號：ZL 2015 1 0428363.X) 

 IPX4 防水設計，可防濺水、油脂及昆蟲 

 枱面用 1.5 毫米(厚)SUS304 不銹鋼製造，一體成型 

 Ø400 毫米 x 6 毫米(厚)陶瓷玻璃板，適用 Ø483 毫

米(19")炒鑊 

 5 段火力控制，附有指示燈 

電磁座枱炒爐 
 


