
PRECISE INDUCTION RANGE OVERVIEW

D Series Induction Cookers

Compact design, easy to install
 
IR & NTC dual-sensor for precise temperature 
control

12-power level rotary control w/touch on/off

1-watt energy saving standby mode

3.5kW high-power induction hub

Safety lock & auto-shut down
 
Removable filter

輕量化設計，安裝簡單

紅外線及熱敏電阻精準温度感應

12段旋扭火力調控及觸控開關

1瓦省電待機模式

3.5kW 高火力電磁爐頭

安全鎖及自動關機功能

可拆卸空氣過濾網

TT-3500D - Single Table-Top

Dim.:
Weight:
Elec.: 

328 x 475 x 110 (H)mm
7kg
220V/50-60Hz/1PH; 3.5kW

Dim.:
Weight:
Elec.: 

400 x 740 x 196 (H)mm
21kg
220V/50-60Hz/1PH; 2x 3.5kW
2PH+N+E (Fuse rate: 20 amp)

BI-3500D - Single Built-In

Dim.:
Weight:
Elec.: 

360 x 380 x 81 (H)mm
6kg
220V/50-60Hz/1PH; 3.5kW

BID-3500D - Dual Built-In

Dim.:
Weight:
Elec.: 

450 x 700 x 156 (H)mm
22kg
220V/50-60Hz/1PH; 2x 3.5kW
2PH+N+E (Fuse rate: 20 amp)

TTW-3500D - Table-top, for Woks

Dim.:
Weight:
Elec.: 

385 x 480 x 160 (H)mm
9.5kg
220V/50-60Hz/1PH; 3.5kW

BIW-3500D - Built-In, for Woks

Dim.:
Weight:
Elec.: 

385 x 385 x 130 (H)mm
8kg
220V/50-60Hz/1PH; 3.5kW

D SERIES - FEATURES

DT-28T / DT-35T - Touch Control

Dim.:
Weight:
Elec.: 

328 x 475 x 110 (H)mm
7kg
220V/50-60Hz/1PH; 2.8 / 3.5kW

D SERIES TOUCH - ADD. FEATURES

Touch temperature control (°C)

Optional RF wireless food temperature
probe for further accurate measurement 
 

觸控温度控制 (攝氏)

可另購RF無線温度計，更準確探測食物温度

Compact design, easy to install

Safety auto-shut down

Various power avaialble

Wok models available at 2.5/5.0 kW

Standard 標準: 230V/50/1PH
5.0 kW models 電磁爐: 380V/50/3PH

輕量化設計，安裝簡單

安全自動關機功能

不同火力電磁爐頭可供選擇

2.5 / 5.0 kW 電磁爐另有鑊用版本

FEATURES

BI-1000NT
Dim.: 360 x 380 x 77

BI-2000NT
Dim.: 360 x 380 x 79

BI-2500NAT/NBT
Dim.: (NAT) 360 x 380 x 79
         (NBT) 385 x 385 x 78

BI-5000N
Dim.: 400 x 400 x 190 

1.0 kW

2.0 kW

2.5 kW

5.0 kW

-

-

TT-2500
Dim.: 328 x 422 x 100

TT-5000N
Dim.: 385 x 520 x 197

Power Table-Top ModelsBuilt-In Models

Classic Induction Cookers

TTD-3500D - Dual Table-Top
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Induction Warmers

**NEW** BMC-2-2500-9C - 800mm 

**NEW** BMC-3-2500-9C -  1180mm

BT-300EC - Built-In & Table-top

Dim.:
Weight:
Elec.: 

380 x 360 x 91.2 (H)mm
4.8 kg
220V/50-60Hz/1PH; 0.3kW

Suitable for built-in and table-top usage

Connects up to 4 units with 1 socket

Fan-less design

Temperature: from 60°C to 95°C

Optional remote controller
可另購無線控制器

桌上/嵌入式兩用

單個插頭可供電予4個爐頭

無扇設計

温度: 60°C 至 95°C

Lite Induction Warmers

BMC-9C Multi-zone 全受熱表面系列
    Total heat surface caters different shapes
    & sizes of utensils

BIB - Buffet Line 自助餐系列
    Suitable for chafing dishes

Touch power level control

Remote generator & control

Safety auto-shut down

  
      全受熱表面、可配不同形狀/大小的鍋具

     適合自助餐爐

多段觸控火力控制

分體式主機及控制板

安全自動關機功能

BMC/BIB - FEATURES

BIB-2-2000N - 2 Zones

BIB-3-2000N - 3 Zones

Dim.:

Weight:
Elec.: 

800 x 380 x 66 (H)mm (warmer)
385 x 450 x 275 (H)mm (generator)
28 kg 
230V/50Hz/1PH; 2x 2kW

Dim.:

Weight:
Elec.: 

1180 x 380 x 66 (H)mm (warmer)
385 x 450 x 388 (H)mm (generator)
41 kg
230V/50Hz/1PH; 3x 2kW

Dim.:

Weight:
Elec.: 

800 x 380 x 66 (H)mm (warmer)
385 x 450 x 275 (H)mm (generator)
28 kg 
230V/50Hz/1PH; 2x 2.5kW

Dim.:

Weight:
Elec.: 

1180 x 380 x 66 (H)mm (warmer)
385 x 450 x 388 (H)mm (generator)
41 kg
230V/50Hz/1PH; 3x 2.5kW

BT-300EC - FEATURES

TMC-2-1700  - Built-In & Table-top

Dim.:
Weight:
Elec.: 

800 x 380 x 80/119 (H)mm
18 kg
220V/50-60Hz/1PH; 1.7kW

Suitable for built-in and table-top

Total heat surface caters different
shapes & sizes of utensils

Safety auto-shut down

Temperature: from 60°C to 95°C

桌上/嵌入式兩用

全受熱表面、可配不同形狀/大小的鍋具

安全自動關機功能

温度: 60°C 至 95°C

TMC - FEATURES




